Old Exchange Building, Charleston, SC — Exterior Restoration 0272015

SECTION 011000 - SUMMARY

PART | - GENERAL

i1 RELATED DOCUMENTS

A.  Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY
A. Section Includes:

Project information.

Work covered by Contract Documents.
Owner-furnished products.

Access to site.

Coordination with occupants.

Work restrictions.

Specification and drawing conventions.
Miscellaneous provisions.

R

B.  Related Requirements:

i Division 01 Section "Temporary Facilities and Controls” for limitations and procedures
governing temporary use of Owner's facilities.
1.3 PROJECT INFORMATION

A.  Project Identification: Old Exchange Exterior Restoration.
i. Project Location: 122 East Bay Street, Charleston, SC 29401.

B.  Owner: 122 East Bay Street, Charleston, SC 29401,
1. Owner's Representative: Tony Youmans

C.  Architect: Heery International, P.C.

1.4 WORK COVERED BY CONTRACT DOCUMENTS
A. The Work of Project is defined by the Contract Documents and consists of the following:
i, The general scope of the work is to restore the exterior finishes of the Old Exchange

Building located at 122 East Bay Street in Charleston, SC. The main portion of the work
is to safely wash the exterior elevations of the building and then utilize a silicate glaze
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system to “paint” the existing stucco. This silicate glaze will serve as a pigmented
exterior vapor barrier.

2. The remaining portion of the work includes:
a. Repair and paint all existing wood trim and moldings.
b. Selectively demolish portion of eave that is water damaged and replace with wood
assembly that matches existing.
c. Remove paint from windows, restore any damaged windows and repaint.

B.  Type of Contract:

1. Project will be constructed under a single prime contract.

1.5 OWNER-FURNISHED PRODUCTS

A. Owner will furnish products indicated. The Work includes receiving, unloading, handling,
storing, protecting, and installing Owner-furnished products.

B. Owner-Furnished Products:

I. Owner will provide Silicate Glazing System described in Section 09 97 23.

1.6 ACCESS TO SITE

A. General: Contractor shall have limited use of Project site for construction operations as
indicated on Drawings by the Contract limits and as indicated by requirements of this Section.

B. Use of Site: Limit use of Project site to work in areas indicated. Do not disturb portions of
Project site beyond areas in which the Work is indicated.

I. Limits:  Limit site disturbance, including clearing of vegetation, to 10 feet beyond

building perimeter and 5 feet beyond surface walkways The contractor must consult with

the Owner about any trimmings of existing trees within ten feet of structure .

The “lay down area” for the contractor’s use has been designated as the 20° x 30" area

where three parking spaces occur in the north parking area, closest to East Bay Street.

3. Driveways, Walkways and Entrances: Keep driveways, loading areas, and entrances
serving premises clear and available to Owner, Owner's employees, and emergency
vehicles at all times. Do not use these areas for parking or storage of materials.

b

a. Schedule deliveries to minimize use of driveways and entrances by construction
operations,
b. Schedule deliveries to minimize space and time requirements for storage of

materials and equipment on-site.

€. Condition of Existing Building: Maintain portions of existing building affected by construction
operations in a weathertight condition throughout construction period. Repair damage caused
by construction operations.
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L7

G.

COORDINATION WITH OCCUPANTS

Full Owner Occupancy:  Owner will occupy site and existing building during entire
construction period.  Cooperate with Owner during construction operations to minimize
conflicts and facilitate Owner usage. Perform the Work so as not to interfere with Owner's day-
to-day operations. Maintain existing exits unless otherwise indicated.

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used
facilities. Do not close or obstruct walkways, corridors, or other occupied or used
facilities without written permission from Owner and approval of authorities having
Jjurisdiction.
Notify Owner not less than 72 hours in advance of activities that will affect Owner's
operations,

fa)

WORK RESTRICTIONS
Work Restrictions, General: Comply with restrictions on construction operations.

I Comply with limitations on use of public streets and with other requirements of
authorities having jurisdiction.

On-Site Work Hours: Limit work in the existing building to normal business working hours of
8:00 a.m. to 5:00 p.m., Monday through Friday, unless otherwise indicated.

l. Weekend Hours: 8:00am to 4:30pm.
2. Early Morning Hours: The residential area surrounding the building prohibits non-

emergency work before 8:00am.
3. Hours for Utility Shutdowns: 8:00am to 9:00am.

Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or
others unless permitted under the following conditions and then only after providing temporary
utility services according to requirements indicated:

1. Notify Owner not less than three days in advance of proposed utility interruptions.

Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise and
vibration, odors, or other disruption to Owner occupancy with Owner.

l. Notify Owner not less than three days in advance of proposed disruptive operations.

Nonsmoking Building: Smoking is not permitted within the building or within 25 feet of
entrances, operable windows, or outdoor-air intakes,

Controlled Substances: Use of tobacco products and other controlled substances within the
existing building and on Project site is not permitted.

Employee Identification: Provide identification tags for Contractor personnel working on
Project site. Require personnel to use identification tags at all times.

Employee Screening: Comply with Owner's requirements for drug and background screening
of Contractor personnel working on Project site.

1
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Maintain list of approved screened personnel with Owner’s representative.

1.9 SPECIFICATION AND DRAWING CONVENTIONS

A, Specification Content: The Specifications use certain conventions for the style of language and
the intended meaning of certain terms, words, and phrases when used in particular situations.
These conventions are as follows:

1.

b

Imperative mood and streamlined language are generally used in the Specifications. The
words "shall,” "shall be,” or "shall comply with,” depending on the context, are implied
where a colon (0} is used within a sentence or phrase.

Specification requirements are to be performed by Contractor unless specifically stated
otherwise.

B.  Division 01 General Requirements: Requirements of Sections in Division 01 apply to the Work
of all Sections in the Specifications.

€. Drawing Coordination: Requirements for materials and products identified on Drawings are
described in detail in the Specifications. One or more of the following are used on Drawings to
identify materials and products:

1.

2.
3.

Terminology: Materials and products are identified by the typical generic terms used in
the individual Specifications Sections.

Abbreviations: Some materials and products are identified by abbreviations.

Keynoting: Materials and products are identified by reference keynotes referencing
Specification Section numbers found in this Project Manual.

1.10 MISCELLANEOUS PROVISIONS

A. The Old Exchange Building has and will provide access to exterior fresh water bonnets and
exterior electrical outlets for contractor usage.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 011000

SUMMARY
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SECTION 012200 - UNIT PRICES

PART 1 - GENERAL

1N

1.3

1.4

A,

RELATED DOCUMENTS
Drawings and general provisions of the Contract, including General and Supplementary

Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY
Section includes administrative and procedural requirements for unit prices.

Related Requirements:

1. Division 01 Section "Quality Requirements” for general testing and inspecting
requirements.
DEFINITIONS

Unit price is an amount incorporated in the Agreement, applicable during the duration of the
Work as a price per unit of measurement for materials, equipment, or services, or a portion of
the Work, added to or deducted from the Contract Sum by appropriate modification, if the scope
of Work or estimated quantities of Work required by the Contract Documents are increased or
decreased.

PROCEDURES

Unit prices include all necessary material, plus cost for delivery, installation, insurance,
applicable taxes, overhead, and profit.

Measurement and Payment: See individual Specification Sections for work that requires
establishment of unit prices. Methods of measurement and payment for unit prices are specified
in those Sections.

Owner reserves the right to reject Contractor's measurement of work-in-place that involves use
of established unit prices and to have this work measured, at Owner's expense, by an
independent entity.

List of Unit Prices: A schedule of unit prices is included in Part 3. Specification Sections
referenced in the schedule contain requirements for materials described under each unit price.
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PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

Lk
o

SCHEDULE OF UNIT PRICES

A. Unit Price I: Removal and replacement of existing rotted wood soffit/fascia/molding.

1.

Description: Removal of existing deteriorated wood soffit/fascia/molding. Replace with
exact same architectural profile. See Division 06 Section “Exterior Rough Carpentry,”
"Exterior Finish Carpentry,” and “Exterior Architectural Woodwork” for construction
requirements.

2. Unit of Measurement: Linear feet
3. Cost description will be broken down into three main categories: Demolition: Disposal
and Replacement. For the Replacement category, each component of the wood
soffit/fascia/molding will be itemized with a specific cost per linear foot of materials,
with labor broken out separately.
END OF SECTION 012200

UNIT PRICES
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SECTION 012500 - SUBSTITUTION PROCEDURES
PART I - GENERAL

H RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for substitutions.

£.3 DEFINITIONS

A. Substitutions: Changes in products, materials, equipment, and methods of construction from
those required by the Contract Documents and proposed by Contractor.

i. Substitutions for Cause: Changes proposed by Contractor that are required due to
changed Project conditions, such as unavailability of product, regulatory changes, or
unavailability of required warranty terms.

Substitutions for Convenience: Changes proposed by Contractor or Owner that are not
required in order to meet other Project requirements but may offer advantage to
Contractor or Owner.

o

1.4 ACTION SUBMITTALS

A.  Substitution Requests: Submit three copies of each request for consideration. Identify product
or fabrication or installation method to be replaced. Include Specification Section number and
title.

I Substitution Request Form: Use CSI Form 13.1A or comparable document form.
Documentation: Show compliance with requirements for substitutions and the following,
as applicable:

a. Statement indicating why specified product or fabrication or installation cannot be
provided, if applicable.
b. Coordination information, including a list of changes or revisions needed to other

parts of the Work and to construction performed by Owner and separate
contractors, that will be necessary to accommodate proposed substitution.

c. Detailed comparison of significant qualities of proposed substitution with those of
the Work specified. Include annotated copy of applicable Specification Section.
Significant qualities may include attributes such as performance, weight, size,
durability, visual effect, sustainable design characteristics, warranties, and specific
features and requirements indicated. Indicate deviations, if any, from the Work
specified.

SUBSTITUTION PROCEDURES 012500 - 1
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1.5

1.6

1@ o

=

ot

Product Data, including drawings and descriptions of products and fabrication and
installation procedures,

Samples, where applicable or requested.

Certificates and qualification data, where applicable or requested.

List of similar installations for completed projects with project names and
addresses and names and addresses of architects and owners.

Material test reports from a qualified testing agency indicating and interpreting test
results for compliance with requirements indicated.

Research reports evidencing compliance with building code in effect for Project.
Detailed comparison of Contractor's construction schedule using proposed
substitution with products specified for the Work, including effect on the overall
Contract Time. If specified product or method of construction cannot be provided
within the Contract Time, include letter from manufacturer, on manufacturer's
letterhead, stating date of receipt of purchase order, lack of availability, or delays
in delivery.

Cost information, including a proposal of change, if any, in the Contract Sum.
Contractor's certification that proposed substitution complies with requirements in
the Contract Documents except as indicated in substitution request, is compatible
with related materials, and is appropriate for applications indicated.

Contractor's waiver of rights to additional payment or time that may subsequently
become necessary because of failure of proposed substitution to produce indicated
results.

Architect's Action:  If necessary, Architect will request additional information or
documentation for evaluation within seven days of receipt of a request for substitution.
Architect will notify Contractor of acceptance or rejection of proposed substitution within
I5 days of receipt of request, or seven days of receipt of additional information or
documentation, whichever is later.

a.

Forms of Acceptance: Change Order, Construction Change Directive, or
Architect’s Supplemental Instructions for minor changes in the Work.

QUALITY ASSURANCE

Compatibility of Substitutions:  Investigate and document compatibility of proposed
substitution with related products and materials.

PROCEDURES

Coordination: Revise or adjust affected work as necessary to integrate work of the approved
substitutions,
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PART 2 - PRODUCTS

t

SUBSTITUTIONS

A.  Substitutions for Cause: Submit requests for substitution immediately on discovery of need for
change, but not later than 15 days prior to time required for preparation and review of related

submittals.

I. Conditions:  Architect will consider Contractor's request for substitution when the
following conditions are satisfied. If the following conditions are not satisfied, Architect
will return requests without action, except to record noncompliance with these
requirements:

a.

e o

o ommo

Requested substitution is consistent with the Contract Documents and will produce
indicated results.

Substitution request is fully documented and properly submitted.

Requested substitution will not adversely affect Contractor's construction schedule.
Requested substitution has received necessary approvals of authorities having
Jjurisdiction.

Requested substitution is compatible with other portions of the Work.

Requested substitution has been coordinated with other portions of the Work.
Requested substitution provides specified warranty.

If requested substitution involves more than one contractor, requested substitution
has been coordinated with other portions of the Work, is uniform and consistent, is
compatible with other products, and is acceptable to all contractors involved.

B.  Substitutions for Convenience: Submit requests for substitution immediately on discovery of
need for change, but not later than 15 days prior to time required for preparation and review of
related submittals.

1. Conditions:  Architect will consider Contractor's request for substitution when the
following conditions are satisfied. If the following conditions are not satisfied, Architect
will return requests without action, except to record noncompliance with these
requirements:

a.

g o
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Requested substitution is consistent with the Contract Documents and will produce
indicated results.

Substitution request is fully documented and properly submitted.

Requested substitution will not adversely affect Contractor's construction schedule.
Requested substitution has received necessary approvals of authorities having
Jurisdiction.

Requested substitution is compatible with other portions of the Work.

Requested substitution has been coordinated with other portions of the Work.
Requested substitution provides specified warranty.

If requested substitution involves more than one contractor, requested substitution
has been coordinated with other portions of the Work, is uniform and consistent, is
compatible with other products, and is acceptable to all contractors involved.
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PART 3 - EXECUTION (Not Used)

END OF SECTION 012500

SUBSTITUTION PROCEDURES
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SECTION 013233 - PHOTOGRAPHIC DOCUMENTATION

PART I - GENERAL

1.1 RELATED DOCUMENTS
A, Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.
1.2 SUMMARY
A, Section includes administrative and procedural requirements for the following:
Preconstruction photographs.

Periodic construction photographs.
Final completion construction photographs.

W -

B.  Related Requirements:

ey

Division 01 Section "Unit Prices” for procedures for unit prices for extra photographs.
Division 01 Section "Submittal Procedures” for submitting photographic documentation.
Division 01 Section "Closeout Procedures” for submitting photographic documentation
as project record documents at Project closeout.

4. Division 02 Section "Selective Structure Demolition” for photographic documentation
before selective demolition operations commence.

bl

£.3 RESPONSIBILITY

A.  Costs: Photographic documentation services are part of General Contractor’s base bid.

1.4 INFORMATIONAL SUBMITTALS
A.  Qualification Data: For photographer.
B.  Digital Photographs: Submit image files within three days of taking photographs.
i Digital Camera: Minimum sensor resolution of 8 megapixels.
2. Format:  Minimum 3200 by 2400 pixels or highest resolution setting of camera, in
unaltered original files, with same aspect ratio as the sensor, uncropped, date and time
stamped, in folder named by date of photograph.

1.5 QUALITY ASSURANCE

A.  Photographer Qualifications: An individual who has been regularly engaged as a professional
photographer of construction projects for not less than three years.
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1.6

PART 2 -

2.1

A.

PART 3 -

3.1

PHOTOGRAPHIC DOCUMENTATION 013233 -

Web-Based Photographic Documentation Service Provider: A firm specializing in providing
photographic equipment, Web-based software, and related services for construction projects,
with record of providing satisfactory services similar to those required for Project.

USAGE RIGHTS

Obtain and transfer copyright usage rights from photographer to Owner for unlimited
reproduction of photographic documentation.

PRODUCTS

PHOTOGRAPHIC MEDIA

Digital Images: Provide images in JPG format, produced by a digital camera with minimum
sensor size of 8 megapixels, and at an image resolution of not less than 3200 by 2400 or highest
resolution setting of camera.

EXECUTION

CONSTRUCTION PHOTOGRAPHS
Photographer: Contractor Field Superintendent or company designated photographer.

General: Take photographs using the maximum range of depth of field, and that are in focus, to
clearly show the Work. Photographs with blurry or out-of-focus areas will not be accepted.

Digital Images: Submit digital images exactly as originally recorded in the digital camera,
without alteration, manipulation, editing, or modifications using image-editing software.

1. Date and Time: Include date and time in file name for each image.

2. Field Office Images: Maintain one set of images accessible in the field office at Project
site, available at all times for reference. Identify images in the same manner as those
submitted to Architect.

Preconstruction Photographs: Before commencement of demolition or starting construction,
take photographs of Project site and surrounding properties, including existing items to remain
during construction, from different vantage points, as directed by Architect.

1. Flag construction limits before taking construction photographs.
2. Take photographs to show existing conditions adjacent to property before starting the
Work.

3. Take photographs of existing buildings either on or adjoining property to accurately
record physical conditions at start of construction.

4. Take additional photographs as required to record settlement or cracking of adjacent
structures, pavements, and improvements.

[
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E. Periodic Construction Photographs: Take photographs of daily demolition or construction
progress with the cutoff date associated with each Application for Payment. Select vantage
points to show status of construction and progress since last photographs were taken.

F. Architect Directed Construction Photographs: From time to time, Architect will instruct
photographer about number and frequency of photographs and general directions on vantage
points. Select actual vantage points and take photographs to show the status of construction and
progress since last photographs were taken.

G.  Time-Lapse Sequence Construction Photographs: Take photographs of daily demolition or
construction progress, to show status of construction and progress since last photographs were
taken.

I. Frequency: Take photographs of daily demolition or construction progress with the
cutoff date associated with each Application for Payment.

2. Vantage Points: Following suggestions by Owner, photographer to select vantage points.
During each of the following construction phases, take not less than two of the required
shots from same vantage point each time to create a time-lapse sequence as follows:

a. Before Commencement of Work

b. After pressure washing of exterior

C. After application of silicate glaze basecoat

d. After application of two silicate glaze finish coats.

e. After removal of rotted wood from damaged soffit and fascia
f. After repairs to soffit and fascia (same location).

g. After painting of soffit and fascia (same location).

H.  Final Completion Construction Photographs: Take color photographs after date of Substantial
Completion for submission as project record documents. Architect will inform photographer of
desired vantage points.

1. Do not include date stamp.

END OF SECTION 013233
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SECTION 013300 - SUBMITTAL PROCEDURES

PART | - GENERAL

1.1

1.3

1.4

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes requirements for the submittal schedule and administrative and procedural
requirements for submitting Shop Drawings, Product Data, Samples, and other submittals.

DEFINITIONS

Action Submittals: ~ Written and graphic information and physical samples that require
Architect's responsive action. Action submittals are those submittals indicated in individual
Specification Sections as "action submittals.”

Informational Submittals: Written and graphic information and physical samples that do not
require Architect's responsive action. Submittals may be rejected for not complying with
requirements.  Informational submittals are those submittals indicated in individual
Specification Sections as "informational submittals.”

File Transfer Protocol (FTP): Communications protocol that enables transfer of files to and
from another computer over a network and that serves as the basis for standard Internet
protocols.  An FTP site is a portion of a network located outside of network firewalls within
which internal and external users are able to access files.

Portable Document Format (PDF):  An open standard file format licensed by Adobe Systems
used for representing documents in a device-independent and display resolution-independent
fixed-layout document format.

ACTION SUBMITTALS

Submittal Schedule: Submit a schedule of submittals, arranged in chronological order by dates
required by construction schedule. Include time required for review, ordering, manufacturing,
fabrication, and delivery when establishing dates. Include additional time required for making
corrections or revisions fo submittals noted by Architect and additional time for handling and
reviewing submittals required by those corrections.

1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and
Contractor's construction schedule.
2. Initial Submittal: Submit concurrently with startup construction schedule. Include

submittals required during the first 60 days of construction. List those submittals

SUBMITTAL PROCEDURES 013300 -1
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required to maintain orderly progress of the Work and those required early because of
long lead time for manufacture or fabrication.

Final Submittal: Submit concurrently with the first complete submittal of Contractor's
construction schedule.

a. Submit revised submittal schedule to reflect changes in current status and timing
for submittals.

Format: Arrange the following information in a tabular format:

Scheduled date for first submittal.

Specification Section number and title.

Submittal category: Action; informational.

Narme of subcontractor.

Description of the Work covered.

Scheduled date for Architect's final release or approval.
Scheduled date of fabrication.

Scheduled dates for purchasing.

Scheduled dates for installation.

Activity or event number.

1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS

A.  Coordination: Coordinate preparation and processing of submittals with performance of
construction activities.

b2

Coordinate each submittal with fabrication, purchasing, testing, delivery, other
submittals, and related activities that require sequential activity.

Submit all submittal items required for each Specification Section concurrently unless
partial submittals for portions of the Work are indicated on approved submittal schedule.
Submit action submittals and informational submittals required by the same Specification
Section as separate packages under separate transmittals.

Coordinate transmittal of different types of submittals for related parts of the Work so
processing will not be delayed because of need to review submittals concurrently for
coordination.

a. Architect reserves the right to withhold action on a submittal requiring
coordination with other submittals until related submittals are received.

B.  Processing Time: Allow time for submittal review, including time for resubmittals, as follows.
Time for review shall commence on Architect's receipt of submittal. No extension of the
Contract Time will be authorized because of failure to transmit submittals enough in advance of
the Work to permit processing, including resubmittals.

L.

b

Initial Review: Allow 7 days for initial review of each submittal. Allow additional time
if coordination with subsequent submittals is required. Architect will advise Contractor
when a submittal being processed must be delayed for coordination.

Intermediate Review: If intermediate submittal is necessary, process it in same manner
as initial submittal.

Resubmittal Review: Allow 7 days for review of each resubmittal,

SUBMITTAL PROCEDURES 013300-2
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C.  Paper Submittals: Place a permanent label or title block on each submittal item for
identification.

-,

Indicate name of firm or entity that prepared each submittal on label or title block.

2. Provide a space on label or beside title block to record Contractor's review and approval
markings and action taken by Architect.
3. Include the following information for processing and recording action taken:
a. Project name.
b. Date.
c. Name of Architect.
d. Name of Contractor.
e. Name of subcontractor.
f. Name of supplier.
8 Name of manufacturer.
h. Revise first subparagraph below to suit Project and office practice.
1. Submittal number or other unique identifier, including revision identifier.
] Number and title of appropriate Specification Section.
k. Location(s) where product is to be installed, as appropriate.
. Other necessary identification.
4. Additional Paper Copies: Unless additional copies are required for final submittal, and

unless Architect observes noncompliance with provisions in the Contract Documents,
initial submittal may serve as final submittal.

a. Submit one copy of submittal to concurrent reviewer in addition to specified
number of copies to Architect.

5. Transmittal for Paper Submittals:  Assemble each submittal individually and
appropriately for transmittal and handling. Transmit each submittal using a transmittal
form. Architect will either return without review or discard submittals received from
sources other than Contractor.,

a. Transmittal Form for Paper Submittals: Provide locations on form for the
following information:

1) Project name.

23 Date,

3) Destination (To:).

43 Source (From:).

5 Name and address of Architect.

6)  Name of Construction Manager.

7 Name of Contractor.

8)  Name of firm or entity that prepared submittal.

9)  Names of subcontractor, manufacturer, and supplier.

10y Category and type of submittal.

1) Submittal purpose and description.

12y Specification Section number and title.

13)  Specification paragraph number or drawing designation and generic name
for each of multiple items.

SUBMITTAL PROCEDURES 013300-3
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14)  Drawing number and detail references, as appropriate.
15)  Indication of full or partial submittal.

16)  Transmittal number, numbered consecutively.

17y Submittal and transmittal distribution record.

18}  Remarks.

19)  Signature of transmitter.

D.  Electronic Submittals: Identify and incorporate information in each electronic submittal file as
follows:

w1

Assemble complete submittal package into a single indexed file incorporating submittal
requirements of a single Specification Section and transmittal form with links enabling
navigation to each item.

Name file with submittal number or other unique identifier, including revision identifier.
Provide means for insertion to permanently record Contractor’s review and approval
markings and action taken by Architect.

Transmittal Form for Electronic Submittals: Use electronic form acceptable to Owner,
containing the following information:

AT R e a0 o
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Project name.

Date.

Name and address of Architect.

Name of Construction Manager.

Name of Contractor.

Name of firm or entity that prepared submittal.

Names of subcontractor, manufacturer, and supplier.
Category and type of submittal.

Submittal purpose and description.

Specification Section number and title.

Specification paragraph number or drawing designation and generic name for each
of multiple items.

Drawing number and detail references, as appropriate.
Location(s) where product is to be installed, as appropriate.
Related physical samples submitted directly.

Indication of full or partial submittal.

Transmittal number, numbered consecutively.

Submittal and transmittal distribution record.

Other necessary identification.

Remarks.

E.  Options: Identify options requiring selection by Architect.

F. Deviations and Additional Information: On an attached separate sheet, prepared on Contractor's
letterhead, record relevant information, requests for data, revisions other than those requested
by Architect on previous submittals, and deviations from requirements in the Contract
Documents, including minor variations and limitations. Include same identification information
as related submittal.

G.  Resubmittals: Make resubmittals in same form and number of copies as initial submittal.

L.

Note date and content of previous submittal,
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2. Note date and content of revision in label or title block and clearly indicate extent of
revision.

3. Resubmit submittals until they are marked with approval notation from Architect's action
stamp.

H.  Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers,
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of
construction activities. Show distribution on transmittal forms.

L Use for Construction: Retain complete copies of submittals on Project site. Use only final
action submittals that are marked with approval notation from Architect's action stamp.

PART 2 - PRODUCTS

2.1 SUBMITTAL PROCEDURES

A.  General Submittal Procedure Requirements: Prepare and submit submittals required by
individual Specification Sections. Types of submittals are indicated in individual Specification

Sections.
1. Submit electronic submittals via email as PDF electronic files.
a. Architect will return annotated file. Annotate and retain one copy of file as an

electronic Project record document file.

2. Action Submittals:  Submit three paper copies of each submittal unless otherwise
indicated. Architect will return two copies.

3. Informational Submittals: Submit two paper copies of each submittal unless otherwise
indicated. Architect will not return copies.

4. Certificates and Certifications Submittals: Provide a statement that includes signature of

entity responsible for preparing certification. Certificates and certifications shall be
signed by an officer or other individual authorized to sign documents on behalf of that

entity.

a. Provide a digital signature with digital certificate on electronically submitted
certificates and certifications where indicated.

b. Provide a notarized statement on original paper copy certificates and certifications

where indicated.

B.  Product Data: Collect information into a single submittal for each element of construction and
type of product or equipment.

1. If information must be specially prepared for submittal because standard published data
are not suitable for use, submit as Shop Drawings, not as Product Data.
2. Mark each copy of each submittal to show which products and options are applicable.

3. Include the following information, as applicable:
a. Manufacturer's catalog cuts.
b. Manufacturer's product specifications.
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. Standard color charts.
d. Statement of compliance with specified referenced standards.
e. Testing by recognized testing agency.
f. Application of testing agency labels and seals.
g Notation of coordination requirements.
h. Availability and delivery time information.
4. For equipment, include the following in addition to the above, as applicable:
a. Wiring diagrams showing factory-installed wiring.
b. Printed performance curves.
C. Operational range diagrams.
d. Clearances required to other construction, if not indicated on accompanying Shop

Drawings.

Submit Product Data before or concurrent with Samples.
Submit Product Data in the following format:

o

a. PDF electronic file.
b. Three paper copies of Product Data unless otherwise indicated. Architect will
return two copies,

C.  Shop Drawings: Prepare Project-specific information, drawn accurately to scale.

1. Include the following information, as applicable:
a. Identification of products.
b. Schedules.
c. Compliance with specified standards.
d. Notation of coordination requirements.
e. Notation of dimensions established by field measurement.
f. Relationship and attachment to adjoining construction clearly indicated.
2. Seal and signature of professional engineer if specified.
2. Sheet Size: Except for templates, patterns, and similar full-size drawings, submit Shop
Drawings on sheets at least 8-1/2 by 11 inches but no larger than 11 by 17 inches.
3. Submit Shop Drawings in the following format:
a. PDF electronic file.
b. Two opaque (bond) copies of each submittal. Architect will return one copy(ies).

D.  Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these
characteristics with other elements and for a comparison of these characteristics between
submittal and actual component as delivered and installed.

i, Transmit Samples that contain multiple, related components such as accessories together
in one submittal package,

2. Identification: Attach label on unexposed side of Samples that includes the following:
a. Generic description of Sample.
b. Product name and name of manufacturer,
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C. Sample source.
d. Number and title of applicable Specification Section.
e. Specification paragraph number and generic name of each item.
3. For projects where electronic submittals are required, provide corresponding electronic

submittal of Sample transmittal, digital image file illustrating Sample characteristics, and
identification information for record.

4. Disposition: Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity. Sample sets may be
used to determine final acceptance of construction associated with each set,

a. Samples that may be incorporated into the Work are indicated in individual
Specification Sections. Such Samples must be in an undamaged condition at time
of use.

b. Samples not incorporated into the Work, or otherwise designated as Owner's

property, are the property of Contractor.

5. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or
sections of units showing the full range of colors, textures, and patterns available.

a. Number of Samples: Submit one full set(s) of available choices where color,
pattern, texture, or similar characteristics are required to be selected from
manufacturer's product line. Architect will return submittal with options selected.

6. Samples for Verification: Submit full-size units or Samples of size indicated, prepared
from same material to be used for the Work, cured and finished in manner specified, and
physically identical with material or product proposed for use, and that show full range of
color and texture variations expected. Samples include, but are not limited to, the
following: partial sections of manufactured or fabricated components; small cuts or
containers of materials; complete units of repetitively used materials; swatches showing
color, texture, and pattern; color range sets; and components used for independent testing
and inspection.

a. Number of Samples: Submit three sets of Samples. Architect will retain two
Sample sets; remainder will be returned. Mark up and retain one returned Sample
set as a project record sample.

1) Submit a single Sample where assembly details, workmanship, fabrication
techniques, connections, operation, and other similar characteristics are to
be demonstrated.

2y If variation in color, pattern, texture, or other characteristic is inherent in
material or product represented by a Sample, submit at least three sets of
paired units that show approximate limits of variations,

E.  Product Schedule: As required in individual Specification Sections, prepare a written summary
indicating types of products required for the Work and their intended location. Include the
following information in tabular form:

L. Type of product. Include unique identifier for each product indicated in the Contract
Documents or assigned by Contractor if none is indicated.
2. Manufacturer and product name, and mode! number if applicable.
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M.

N.

Number and name of room or space.
Location within room or space.
Submit product schedule in the following format:

Lhds Lo

a. PDF electronic file.
b. Three paper copies of product schedule or list unless otherwise indicated.
Architect will return two copies.

Test and Inspection Reports and Schedule of Tests and Inspections Submittals: Comply with
requirements specified in Division 01 Section "Quality Requirements.”

Closeout Submittals and Maintenance Material Submittals:  Comply with requirements
specified in Division 01 Section "Closeout Procedures.”

Qualification Data: Prepare written information that demonstrates capabilities and experience
of firm or person. Include lists of completed projects with project names and addresses, contact
information of architects and owners, and other information specified.

Installer Certificates: Submit written statements on manufacturer’s letterhead certifying that
Installer complies with requirements in the Contract Documents and, where required, is
authorized by manufacturer for this specific Project.

Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying
that manufacturer complies with requirements in the Contract Documents. Include evidence of
manufacturing experience where required.

Product Certificates: Submit written statements on manufacturer's letterhead certifying that
product complies with requirements in the Contract Documents.

Material Certificates: Submit written statements on manufacturer's letterhead certifying that
material complies with requirements in the Contract Documents.

Material Test Reports: Submit reports written by a qualified testing agency, on testing agency's
standard form, indicating and interpreting test results of material for compliance with
requirements in the Contract Documents.

Product Test Reports:  Submit written reports indicating that current product produced by
manufacturer complies with requirements in the Contract Documents. Base reports on
evaluation of tests performed by manufacturer and witnessed by a qualified testing agency, or
on comprehensive tests performed by a qualified testing agency.

Research Reports:  Submit written evidence, from a model code organization acceptable to
authorities having jurisdiction, that product complies with building code in effect for Project.
Include the following information:

Name of evaluation organization.
Date of evaluation.

Time period when report is in effect.
Product and manufacturers' names.
Description of product.

Test procedures and results.

N
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Q.

7. Limitations of use.

Preconstruction Test Reports: Submit reports written by a qualified testing agency, on testing
agency's standard form, indicating and interpreting results of tests performed before installation
of product, for compliance with performance requirements in the Contract Documents.

Compatibility Test Reports: Submit reports written by a qualified testing agency, on testing
agency's standard form, indicating and interpreting results of compatibility tests performed
before installation of product. Include written recommendations for primers and substrate
preparation needed for adhesion.

Field Test Reports:  Submit written reports indicating and interpreting results of field tests
performed either during installation of product or after product is installed in its final location,
for compliance with requirements in the Contract Documents.

Design Data: Prepare and submit written and graphic information, including, but not limited to,
performance and design criteria, list of applicable codes and regulations, and calculations.
Include list of assumptions and other performance and design criteria and a summary of loads.
Include load diagrams if applicable. Provide name and version of software, if any, used for
calculations. Include page numbers.

PART 3 - EXECUTION

3.1

A.

B.

C.

32

A

CONTRACTOR'S REVIEW

Action and Informational Submittals: Review each submittal and check for coordination with
other Work of the Contract and for compliance with the Contract Documents. Note corrections
and field dimensions. Mark with approval stamp before submitting to Architect.

Project Closeout and Maintenance Material Submittals: See requirements in Division 01
Section "Closeout Procedures.”

Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name
and location, submittal number, Specification Section title and number, name of reviewer, date
of Contractor's approval, and statement certifying that submittal has been reviewed, checked,
and approved for compliance with the Contract Documents,

ARCHITECT'S ACTION

Action Submittals: Architect will review each submittal, make marks to indicate corrections or
revisions required, and return it. Architect will stamp each submittal with an action stamp and
will mark stamp appropriately to indicate action, as follows:

No Exception Taken.

Make Corrections Noted.

Make Corrections Noted & Resubmit.
Rejected.

Mot Required For Review.

D =
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B.  Informational Submittals: Architect will review each submittal and will not return it, or will
return it if it does not comply with requirements. Architect will forward each submittal to

appropriate party,

C.  Partial submittals prepared for a portion of the Work will be reviewed when use of partial
submittals has received prior approval from Architect.

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned
for resubmittal without review.

E. Submittals not required by the Contract Documents may be returned by the Architect without

action.

END OF SECTION 013300
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SECTION 013591 - HISTORIC TREATMENT PROCEDURES

PART 1 - GENERAL

i

1.2

1.3

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes general protection and treatment procedures for entire Project and the
following specific work:

I, Historic removal and dismantling.
Related Requirements:

1 Division 08 Section "Historic Treatment of Wood Windows" for specific requirements
for cleaning and repairing wood windows,

DEFINITIONS
Consolidate: To strengthen loose or deteriorated materials in place.

Dismantle: To disassemble and detach items by hand from existing construction to the limits
indicated, using small hand tools and small one-hand power tools, so as to protect nearby
historic surfaces; and legally dispose of dismantled items off-site, unless indicated to be
salvaged or reinstalled.

Existing to Remain: Existing items that are not to be removed or dismantled.

Historic:  Surfaces, materials, finishes, and overall appearance which are important to the
successful preservation and restoration as determined by Architect.

Match: To blend with adjacent construction and manifest no apparent difference in material
type, species, cut, form, detail, color, grain, texture, or finish; as approved by Architect.

Reconstruct: To remove existing item, replicate damaged or missing components, and reinstall
in original position.

Refinish: To remove existing finishes to base material and apply new finish to match original,
or as otherwise indicated.

Reinstall: To protect removed or dismantled item, repair and clean it as indicated for reuse, and
reinstall it in original position, or where indicated.
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M.

1.4

Remove: Specifically for historic spaces, areas, rooms, and surfaces, the term means to detach
an item from existing construction to the limits indicated, using hand tools and hand-operated
power equipment, and legally dispose of it off-site, unless indicated to be salvaged or
reinstalled.

Repair: To correct damage and defects, retaining existing materials, features, and finishes while
employing as little new material as possible. Includes patching, piecing-in, splicing,
consolidating, or otherwise reinforcing or upgrading materials.

Replace: To remove, duplicate, and reinstall entire item with new material. The original item is
the pattern for creating duplicates unless otherwise indicated.

Replicate: To reproduce in exact detail, materials, and finish unless otherwise indicated,

Reproduce: To fabricate a new item, accurate in detail to the original, and in either the same or
a stmilar material as the original, unless otherwise indicated.

Restore: To consolidate, replicate, reproduce, repair, and refinish as required to achieve the
indicated results.

Retain: To keep existing items that are not to be removed or dismantled.

Reversible: New construction work, treatments, or processes that can be removed or undone in
the future without damaging historic materials unless otherwise indicated.

Salvage: To protect removed or dismantled items and deliver them to Owner.

Stabilize: To provide structural reinforcement of unsafe or deteriorated items while maintaining
the essential form as it exists at present; also, to reestablish a weather-resistant enclosure.

Strip: To remove existing finish down to base material unless otherwise indicated.

MATERIALS OWNERSHIP
Historic items, relics, and similar objects including, but not limited to, cornerstones and their
contents, commemorative plaques and tablets, antiques, and other items of interest or value to

Owner that may be encountered during removal and dismantling work remain Owner's property.
Carefully dismantle and salvage each item or object.

Coordinate with Owner who will establish special procedures for dismantling and salvage.

INFORMATIONAL SUBMITTALS

Construction Schedule for Historic Treatments: Indicate for entire Project the following for
each activity to be performed in historic spaces, areas, and rooms, and on historic surfaces:

1. Detailed sequence of historic treatment work, with starting and ending dates, coordinated
with Owner's continuing operations and other known work in progress.
2. Utility Services: Indicate how long utility services will be interrupted. Coordinate

shutoff, capping, and continuation of utility services.
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3. Use of elevator and stairs.
4, Coordination of Owner's continuing occupancy of portions of existing building and of
Owner's partial occupancy of completed Work.

Preconstruction Documentation: Show preexisting conditions of adjoining construction and site
improvements, including finish surfaces, that might be misconstrued as damage caused by
Contractor’s historic treatment operations.

Historic Treatment Program: Submit before work begins.
Fire-Prevention Plan: Submit before work begins.

Inventory of Salvaged ltems: After removal or dismantling work is complete, submit a list of
items that have been salvaged.

QUALITY ASSURANCE

Historic Treatment Program: Prepare a written plan for historic treatment for whole Project,
including each phase or process and protection of surrounding materials during operations.
Describe in detail materials, methods, and equipment to be used for each phase of work. Show
compliance with indicated methods and procedures specified in this and other Sections.

I Dust and Noise Control: Include locations of proposed temporary dust- and noise-control
partitions and means of egress from occupied areas coordinated with continuing on-site
operations and other known work in progress.

Debris Hauling: Include plans clearly marked to show debris hauling routes, turning
radii, and locations and details of temporary protective barriers.

o

Fire-Prevention Plan: Prepare a written plan for preventing fires during the Work, including
placement of fire extinguishers, fire blankets, rag buckets, and other fire-prevention devices
during each phase or process. Coordinate plan with Owner's fire-protection equipment and
requirements. Include each fire watch's training, duties, and authority to enforce fire safety.

Regulatory Requirements:  Comply with notification regulations of authorities having
jurisdiction before beginning removal and dismantling work. Comply with hauling and disposal
regulations of authorities having jurisdiction,

Standards: Comply with ANSI/ASSE A10.6.

Historic Treatment Preconstruction Conference: To be held at Pre-Construction Conference at
site,

1. General: Review methods and procedures related to historic treatment including, but not
limited to, the following:

a. Review manufacturer's written instructions for precautions and effects of historic
treatment procedures on materials, components, and vegetation.

b. Review and finalize historic treatment construction schedule; verify availability of
materials, equipment, and facilities needed to make progress and avoid delays.

c. Review qualifications of personnel assigned to the work and assign duties.
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d. Review material application, work sequencing, tolerances, and required clearances.
e. Review areas where existing construction is to remain and requires protection.
2. Removal and Dismantling:
a. Inspect and discuss condition of construction to be removed or dismantled.
b. Review requirements of other work that relies on substrates exposed by removal

and dismantling work.

1.7 STORAGE AND PROTECTION OF HISTORIC MATERIALS

A.  Salvaged Historic Materials:

I Clean only loose debris from salvaged historic items unless more extensive cleaning is
indicated.
2. Pack or crate items after cleaning; cushion against damage during handling. Label

contents of containers.

Store items in a secure area until delivery to Owner.
Transport items to Owner’s storage area designated by Owner.
Protect items from damage during transport and storage.

S

B. Historic Materials for Reinstallation:

I. Repair and clean historic items as indicated and to functional condition for reuse.

2. Pack or crate items after cleaning and repairing; cushion against damage during handling.
Label contents of containers.

3. Protect items from damage during transport and storage.

4. Reinstall items in locations indicated. Comply with installation requirements for new

materials and equipment unless otherwise indicated. Provide connections, supports, and
miscellaneous materials to make item functional for use indicated.

C.  Existing Historic Materials to Remain: Protect construction indicated to remain against damage
and soiling from construction work. Where permitted by Architect, items may be dismantled
and taken to a suitable, protected storage location during construction work and reinstalled in
their original locations after historic treatment and construction work in the vicinity is complete.

D.  Storage and Protection: When taken from their existing locations, catalog and store historic
items within a weathertight enclosure where they are protected from wetting by rain, snow,
condensation, or ground water, and from freezing temperatures.

I. Identify each item with a nonpermanent mark to document its original location. Indicate
original locations on plans elevations, sections, or photographs by annotating the
identifying marks.

2. Secure stored materials to protect from theft.

1.8 PROJECT CONDITIONS

A.  General Size Limitation in Historic Spaces: Materials, products, and equipment used for
performing the Work and for transporting debris, materials, and products shall be of sizes that
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B,

C.

D.

1.9

Al

clear surfaces within historic spaces, areas, rooms, and openings, including temporary
protection, by 127 or more.

Owner will occupy portions of building immediately adjacent to removal and dismantling area.
Conduct removal and dismantling work so Owner's operations will not be disrupted.

Hazardous Materials: It is not expected that hazardous materials will be encountered in the
Work.

I If materials suspected of containing hazardous materials are encountered, do not disturb;
immediately notify Owner. Owner will remove hazardous materials under a separate
contract.

a. In the case of asbestos, stop work in the area of potential hazard, shut off fans and
other airhandlers ventilating the area, and rope off area until the questionable
material is identified. Re-assign workers to continue work in unaffected areas.
Resume work in the area of concern after safe working conditions are verified.

Storage or sale of removed or dismantled items on-site is not permitted unless otherwise
indicated.

COORDINATION
Coordinate historic treatment procedures in this Section with public circulation patterns at

Project site. Public circulation patterns cannot be closed off entirely, and in places can be only
temporarily redirected around small areas of work. Plan and execute the Work accordingly.

PART 2 - PRODUCTS - (Not Used)

PART 3 - EXECUTION

3.1

Al

3.2

Al

HISTORIC REMOVAL AND DISMANTLING SPECIALIST

Historic Removal and Dismantling Specialist: Subject to compliance with requirements, have
historic removal and dismantling performed by one of the following entities:

I Owner approved entity or firm.

EXAMINATION

Preparation for Removal and Dismantling: Examine construction to be removed or dismantled
to determine best methods to safely and effectively perform removal and dismantling work.
Examine adjacent work to determine what protective measures will be necessary. Make
explorations, probes, and inquiries as necessary to determine condition of construction to be
removed or dismantled and location of utilities and services to remain that may be hidden by
construction that is to be removed or dismantled.
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fo—

Verify that affected utilities have been disconnected and capped.

2. Inventory and record the condition of items to be removed and dismantled for
reinstallation or salvage.
3. Before removal or dismantling of existing building elements that will be reproduced or

duplicated in final Work, make permanent record of measurements, materials, and
construction details required to make exact reproduction.

Engage a professional engineer to survey condition of building to determine whether
removing any element might result in structural deficiency or unplanned collapse of any
portion of structure or adjacent structures as a result of removal and dismantling work.

&

Survey of Existing Conditions: Record existing conditions by use of measured drawings and/or
preconstruction photographs.

1. Comply with requirements specified in Division 01 Section "Photographic
Documentation.”

Perform surveys as the Work progresses to detect hazards resulting from historic treatment
procedures,

PROTECTION, GENERAL

Comply with temporary barrier requirements in Division 01 Section "Temporary Facilities and
Controls.”

Ensure that supervisory personnel are on-site and on duty when historic treatment work begins
and during its progress.

Protect persons, motor vehicles, surrounding surfaces of building, building site, plants, and
surrounding buildings from harm resulting from historic treatment procedures.

1. Use only proven protection methods, appropriate to each area and surface being
protected.

2. Provide barricades, barriers, and temporary directional signage to exclude public from
areas where historic treatment work is being performed.

3. Erect temporary protective covers over walkways and at points of pedestrian and
vehicular entrance and exit that must remain in service during course of historic treatment
work.

4. Contain dust and debris generated by removal and dismantling work and prevent it from

reaching the public or adjacent surfaces.

Provide shoring, bracing, and supports as necessary. Do not overload structural elements.
Protect floors and other surfaces along haul routes from damage, wear, and staining.
Provide supplemental sound-control treatment to isolate removal and dismantling work
from other areas of the building.

N oy

Temporary Protection of Historic Materials:

I Protect existing historic materials with temporary protections and construction. Do not
deface or remove existing materials.

Do not attach temporary protection to historic surfaces except as indicated as part of the
historic treatment program and approved by Architect.

[
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E.

Comply with each product manufacturer's written instructions for protections and precautions.
Protect against adverse effects of products and procedures on people and adjacent materials,
components, and vegetation.

Utility and Communications Services:
i. Notify Owner, Architect, authorities having jurisdiction, and entities owning or

controlling wires, conduits, pipes, and other services affected by the historic treatment
work before commencing operations.

2. Disconnect and cap pipes and services as required by authorities having jurisdiction, as
required for the historic treatment work.

3. Maintain existing services unless otherwise indicated; keep in service, and protect against
damage during operations. Provide temporary services during interruptions to existing
utilities.

Existing Drains: Prior to the start of work in an area, test drainage system to ensure that it is
functioning properly. Notify Architect immediately of inadequate drainage or blockage. Do
not begin work in an area until the drainage system is in working order.

l. Prevent solids such as stone or mortar residue from entering the drainage system. Clean
out drains and drain lines that become sluggish or blocked by sand or other materials
resulting from historic treatment work.

Protect drains from pollutants. Block drains or filter out sediments, allowing only clean
water to pass.

b

Existing Roofing: Prior to the start of work in an area, install roofing protection.

PROTECTION DURING APPLICATION OF CHEMICALS

Protect motor vehicles, surrounding surfaces of building being restored, building site, plants,
and surrounding buildings from harm or damage resulting from applications of chemical
cleaners and paint removers.

Cover adjacent surfaces with protective materials that are proven to resist chemicals selected for
Project unless chemicals being used will not damage adjacent surfaces as indicated in historic
treatment program. Use covering materials and masking agents that are waterproof, UV
resistant, and will not stain or leave residue on surfaces to which they are applied. Apply
protective materials according to manufacturer's written instructions. Do not apply liquid
masking agents or adhesives to painted or porous surfaces. When no longer needed, promptly
remove protective materials staining.

Do not apply chemicals during winds of sufficient force to spread them to unprotected surfaces.
Neutralize and collect alkaline and acid wastes and legally dispose of off Owner's property.
Collect and dispose of runoff from chemical operations by legal means and in a manner that

prevents soil contamination, soil erosion, undermining of paving and foundations, damage to
landscaping, or water penetration into building interior.
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PROTECTION FROM FIRE
General: Follow fire-prevention plan and the following.
1. Comply with NFPA 241 requirements unless otherwise indicated.

2. Remove and keep area free of combustibles including, rubbish, paper, waste, and
chemicals, except to the degree necessary for the immediate work.

a. If combustible material cannot be removed, provide fire blankets to cover such
materials.
3. Prohibit smoking by all persons within Project work and staging areas.

Heat-Generating  Equipment and Combustible Materials:  Comply with the following
procedures while performing work with heat-generating equipment or highly combustible
materials, including welding, torch-cutting, soldering, brazing, paint removal with heat, or other
operations where open flames or implements utilizing high heat or combustible solvents and
chemicals are anticipated:

{. Obtain Owner's approval for operations involving use of welding or other high-heat
equipment. Use of open-flame equipment is not permitted. Notify Owner at least 72
hours before each occurrence, indicating location of such work.

2. As far as practical, restrict heat-generating equipment to shop areas or outside the
building.

3. Do not perform work with heat-generating equipment in or near rooms or in areas where
flammable liquids or explosive vapors are present or thought to be present. Use a
combustible gas indicator test to ensure that the area is safe.

4. Use fireproof baffles to prevent flames, sparks, hot gases, or other high-temperature
material from reaching surrounding combustible material.

5. Prevent the spread of sparks and particles of hot metal through open windows, doors,
holes, and cracks in floors, walls, ceilings, roofs, and other openings.

6. Fire Watch: Before working with heat-generating equipment or highly combustible

materials, station personnel to serve as a fire watch at each location where such work is
performed. Fire-watch personnel shall have the authority to enforce fire safety. Station
fire watch according to NFPA 51B, NFPA 241, and as follows.

a. Train each fire watch in the proper operation of fire-control equipment and alarms.

b. Prohibit fire-watch personnel from other work that would be a distraction from
fire-watch duties.

c. Cease work with heat-generating equipment whenever fire-watch personnel are not
present.

d. Have fire watch perform final fire-safety inspection each day beginning no sooner

than 30 minutes after conclusion of work at areas where heat source was used to
detect hidden or smoldering fires and to ensure that proper fire-prevention is
maintained.

Fire Extinguishers, Fire Blankets, and Rag Buckets: Maintain fire extinguishers, fire blankets,
and rag buckets for disposal of rags with combustible liquids. Maintain each as suitable for the
type of fire risk in each work area. Ensure that nearby personnel and the fire watch are trained
in fire-extinguisher and blanket operation.
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GENERAL HISTORIC TREATMENT

Ensure that supervisory personnel are present when historic treatment work begins and during
1ts progress.

Halt the process of deterioration and stabilize conditions unless otherwise indicated. Perform
work as indicated on Drawings. Follow the procedures in subparagraphs below and procedures
approved in historic treatment program:

I. Retain as much existing material as possible; repair and consolidate rather than replace.
2. Use additional material or structure to reinforce, strengthen, prop, tie, and support
existing material or structure.

3. Use reversible processes wherever possible.

4. Use historically accurate repair and replacement materials and techniques unless
otherwise indicated.

5. Record existing work before each procedure (preconstruction) and progress during the
work with digital preconstruction documentation photographs. Comply with

requirements in Division 01 Section "Photographic Documentation.”

Notify Architect of visible changes in the integrity of material or components whether due to
environmental causes including biological attack, UV degradation, freezing, or thawing: or due
to structural defects including cracks, movement, or distortion.

1. Do not proceed with the work in question until directed by Architect.

Where missing features are indicated to be repaired or replaced, provide features whose designs
are based on accurate duplications rather than on conjectural designs, subject to approval of
Architect.

Where Work requires existing features to be removed or dismantled and reinstalled, perform
these operations without damage to the material itself, to adjacent materials, or to the substrate.

Identify new and replacement materials and features with permanent marks hidden in the
completed work to distinguish them from original materials. Record a legend of identification
marks and the locations of the items on Record Drawings.

HISTORIC REMOVAL AND DISMANTLING

General: Have removal and dismantling work performed by a qualified historic removal and
dismantling specialist. ~ Ensure that historic removal and dismantling specialist's field
supervisors are present when removal and dismantling work begins and during its progress.

Perform work according to the historic treatment program and approved mockup(s).

I Provide supports or reinforcement for existing construction that becomes temporarily
weakened by the work, until the work is completed.

2. Perform cutting by hand or with small power tools wherever possible. Cut holes and
slots neatly to size required, with minimum disturbance of adjacent work.
3. Do not operate air compressors inside building, unless approved by Architect in each

case.
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5.

Do not drill or cut columns, beams, joints, girders, structural slabs, or other structural
supporting elements, without having Contractor's professional engineer's written approval
for each location before such work is begun.

Do not use explosives.

C.  Unacceptable Equipment: Keep equipment that is not permitted for historic removal or
dismantling work away from the vicinity where such work is being performed.

D.  Removing and Dismantling Items on or near Historic Surfaces:

i Use only dismantling tools and procedures within 12 inches historic surface. Do not use
pry bars. Protect historic surface from contact with or damage by tools.
2. Unfasten items to be removed, in the opposite order from which they were installed.
3. Support each item as it becomes loosened to prevent stress and damage to the historic
surface.
4, Dismantle anchorages.
END OF SECTION 013591

HISTORIC TREATMENT PROCEDURES 01
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SECTION 014000 - QUALITY REQUIREMENTS

PART 1 - GENERAL

it

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for quality assurance and quality
control.

Testing and inspecting services are required to verify compliance with requirements specified or
indicated. These services do not relieve Contractor of responsibility for compliance with the
Contract Document requirements.

1. Specific quality-assurance and -control requirements for individual construction activities
are specified in the Sections that specify those activities. Requirements in those Sections
may also cover production of standard products.

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and -control procedures that facilitate compliance with the Contract Document
requirements.

3. Requirements for Contractor to provide quality-assurance and -control services required
by Architect, Owner or authorities having jurisdiction are not limited by provisions of
this Section.

DEFINITIONS

Quality-Assurance Services: Activities, actions, and procedures performed before and during
execution of the Work to guard against defects and deficiencies and substantiate that proposed
construction will comply with requirements,

Quality-Control Services: Tests, inspections, procedures, and related actions during and after
execution of the Work to evaluate that actual products incorporated into the Work and
completed construction comply with requirements.  Services do not include contract
enforcement activities performed by Architect.

Mockups: Full-size physical assemblies that are constructed on-site, Mockups are constructed
to verify selections made under Sample submittals; to demonstrate aesthetic effects and, where
indicated, qualities of materials and execution; to review coordination, testing, or operation; to
show interface between dissimilar materials; and to demonstrate compliance with specified
installation tolerances. Mockups are not Samples. Unless otherwise indicated, approved
mockups establish the standard by which the Work will be judged.
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i Integrated Exterior Mockups: Mockups of the exterior envelope erected separately from
the building but on Project site, consisting of multiple products, assemblies, and
subassemblies,

Preconstruction Testing: Tests and inspections performed specifically for Project before
products and materials are incorporated into the Work, to verify performance or compliance
with specified criteria.

Product Testing: Tests and inspections that are performed by an NRTL, an NVLAP, or a testing
agency qualified to conduct product testing and acceptable to authorities having jurisdiction, to
establish product performance and compliance with specified requirements.

Source Quality-Control Testing: Tests and inspections that are performed at the source, e.g.,
plant, mll, factory, or shop.

Field Quality-Control Testing: Tests and inspections that are performed on-site for installation
of the Work and for completed Work.

Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing
laboratory shall mean the same as testing agency.

Installer/Applicator/Erector:  Contractor or another entity engaged by Contractor as an
employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation,
including installation, erection, application, and similar operations.

L. Use of trade-specific terminology in referring to a trade or entity does not require that
certain construction activities be performed by accredited or unionized individuals, or
that requirements specified apply exclusively to specific trade(s).

Experienced: When used with an entity or individual, "experienced” means having successfully
completed a minimum of three previous projects similar in nature, size, and extent to this
Project; being familiar with special requirements indicated; and having complied with
requirements of authorities having jurisdiction.

CONFLICTING REQUIREMENTS

Referenced Standards: If compliance with two or more standards is specified and the standards
establish different or conflicting requirements for minimum quantities or quality levels, comply
with the most stringent requirement. Refer conflicting requirements that are different, but
apparently equal, to Architect for a decision before proceeding.

Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be
the minimum provided or performed. The actual installation may comply exactly with the
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits.
To comply with these requirements, indicated numeric values are minimum or maximum, as
appropriate, for the context of requirements. Refer uncertainties to Architect for a decision
before proceeding.
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L5

1.6

1.7

ACTION SUBMITTALS

Shop Drawings: For integrated exterior mockups, provide plans, sections, and elevations,
indicating materials and size of mockup construction.

I. Indicate manufacturer and model number of individual components.
2 Provide axonometric drawings for conditions difficult to illustrate in two dimensions.

INFORMATIONAL SUBMITTALS

Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and
responsibilities.

Qualification Data : For Contractor's quality-control personnel.
Contractor's Statement of Responsibility: When required by authorities having jurisdiction,

submit copy of written statement of responsibility sent to authorities having jurisdiction before
starting work on the following systems:

L. Seismic-force-resisting system, designated seismic system, or component listed in the
designated seismic system quality-assurance plan prepared by Architect.
2. Main wind-force-resisting system or a wind-resisting component listed in the wind-force-

resisting system quality-assurance plan prepared by Architect.

Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to
demonstrate their capabilities and experience. Include proof of qualifications in the form of a
recent report on the inspection of the testing agency by a recognized authority.

Schedule of Tests and Inspections: Prepare in tabular form and include the following:

Specification Section number and title.

Entity responsible for performing tests and inspections.
Description of test and inspection.

Identification of applicable standards.

Identification of test and inspection methods.

Number of tests and inspections required.

Time schedule or time span for tests and inspections.
Requirements for obtaining samples.

Unique characteristics of each quality-control service.

0N R L

CONTRACTOR'S QUALITY-CONTROL PLAN

Quality-Control Plan, General: Submit quality-control plan within seven (7) days of Notice to
Proceed, and not less than five (5) days prior to preconstruction conference. Submit in format
acceptable to Architect. Identify personnel, procedures, controls, instructions, tests, records,
and forms to be used to carry out Contractor's quality-assurance and quality-control
responsibilities. Coordinate with Contractor's construction schedule.
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B, Quality-Control Personnel Qualifications: Engage qualified full-time personnel trained and
experienced in managing and executing quality-assurance and quality-control procedures
similar in nature and extent to those required for Project.

I Project quality-control manager may also serve as Project superintendent.
C.  Submittal Procedure: Describe procedures for ensuring compliance with requirements through
review and management of submittal process. Indicate qualifications of personnel responsible

for submittal review.

D.  Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work
requiring testing or inspection, including the following:

I Contractor-performed tests and inspections including subcontractor-performed tests and
inspections.  Include required tests and inspections and Contractor-elected tests and
inspections.

2. Special inspections required by authorities having jurisdiction and indicated on the
"Statement of Special Inspections.”

3. Owner-performed tests and inspections indicated in the Contract Documents.

E.  Continuous Inspection of Workmanship: Describe process for continuous inspection during
construction to identify and correct deficiencies in workmanship in addition to testing and
inspection specified. Indicate types of corrective actions to be required to bring work into
compliance with standards of workmanship established by Contract requirements and approved
mockups.

F.  Monitoring and Documentation: Maintain testing and inspection reports including log of
approved and rejected results. Include work Architect has indicated as nonconforming or
defective. Indicate corrective actions taken to bring nonconforming work into compliance with
requirements. Comply with requirements of authorities having jurisdiction.

1.8 REPORTS AND DOCUMENTS

A.  Test and Inspection Reports: Prepare and submit certified written reports specified in other
Sections. Include the following:

Date of issue.

Proiect title and number.

Name, address, and telephone number of testing agency.

Dates and locations of samples and tests or inspections.

Names of individuals making tests and inspections.

Description of the Work and test and inspection method.

Identification of product and Specification Section.

Complete test or inspection data.

Test and inspection results and an interpretation of test results.

0. Record of temperature and weather conditions at time of sample taking and testing and
inspecting.

11, Comments or professional opinion on whether tested or inspected Work complies with

the Contract Document requirements.
12.  Name and signature of laboratory inspector.

R e
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13, Recommendations on retesting and reinspecting.

Manufacturer's Technical Representative’s Field Reports:  Prepare written information
documenting manufacturer's technical representative's tests and inspections specified in other
Sections. Include the following:

Name, address, and telephone number of technical representative making report.

Statement on condition of substrates and their acceptability for installation of product.

Statement that products at Project site comply with requirements.

Summary of installation procedures being followed, whether they comply with

requirements and, if not, what corrective action was taken.

5. Results of operational and other tests and a statement of whether observed performance
complies with requirements.

6. Statement whether conditions, products, and installation will affect warranty.

7 Other required items indicated in individual Specification Sections.

Ll e

Factory-Authorized Service Representative's Reports: Prepare written information documenting
manufacturer's factory-authorized service representative's tests and inspections specified in
other Sections. Include the following:

I. Name, address, and telephone number of factory-authorized service representative
making report.

2. Statement that equipment complies with requirements.

3. Results of operational and other tests and a statement of whether observed performance
complies with requirements.

4. Statement whether conditions, products, and installation will affect warranty.

5. Other required items indicated in individual Specification Sections.

Permits, Licenses, and Certificates: For Owner's records, submit copies of permits, licenses,
certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee
payments, judgments, correspondence, records, and similar documents, established for
compliance with standards and regulations bearing on performance of the Work.

QUALITY ASSURANCE

General: Qualifications paragraphs in this article establish the minimum qualification levels
required; individual Specification Sections specify additional requirements.

Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar
to those indicated for this Project and with a record of successful in-service performance, as
well as sufficient production capacity to produce required units.

Fabricator Qualifications: A firm experienced in producing products similar to those indicated
for this Project and with a record of successful in-service performance, as well as sufficient
production capacity to produce required units.

Installer Qualifications: A firm or individual experienced in installing, erecting, or assembling
work similar in material, design, and extent to that indicated for this Project, whose work has
resulted in construction with a record of successful in-service performance,
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E.  Professional Engineer Qualifications: A professional engineer who is legally qualified to
practice in jurisdiction where Project is located and who is experienced in providing
engineering services of the kind indicated. Engineering services are defined as those performed
for installations of the system, assembly, or product that are similar in material, design, and
extent to those indicated for this Project.

F. Specialists: Certain Specification Sections require that specific construction activities shall be
performed by entities who are recognized experts in those operations. Specialists shall satisfy
qualification requirements indicated and shall be engaged for the activities indicated.

i Requirements of authorities having jurisdiction shall supersede requirements for
specialists.

G.  Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency with the
experience and capability to conduct testing and inspecting indicated, as documented according
to ASTM E 329 and with additional qualifications specified in individual Sections; and, where
required by authorities having jurisdiction, that is acceptable to authorities.

I. NRTL: A nationally recognized testing laboratory according to 29 CFR 1910.7.
2. NVLAP: A testing agency accredited according to NIST's National Voluntary
Laboratory Accreditation Program.

H.  Manufacturer's Technical Representative Qualifications: An authorized representative of
manufacturer who is trained and approved by manufacturer to observe and inspect installation
of manufacturer's products that are similar in material, design, and extent to those indicated for
this Project.

L. Factory-Authorized Service Representative Qualifications: An authorized representative of
manufacturer who is trained and approved by manufacturer to inspect installation of
manufacturer's products that are similar in material, design, and extent to those indicated for this

Project.

L Preconstruction Testing: Where testing agency is indicated to perform preconstruction testing
for compliance with specified requirements for performance and test methods, comply with the
following:

I, Contractor responsibilities include the following:

a. Provide test specimens representative of proposed products and construction.

b. Submit specimens in a timely manner with sufficient time for testing and analyzing
results to prevent delaying the Work.

c. Provide sizes and configurations of test assemblies, mockups, and laboratory
mockups to adequately demonstrate capability of products to comply with
performance requirements,

d. Build site-assembled test assemblies and mockups using installers who will
perform same tasks for Project.

e Build laboratory mockups at testing facility using personnel, products, and
methods of construction indicated for the completed Work.

f. When testing is complete, remove test specimens, assemblies, and mockups; do

not reuse products on Project.
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Testing Agency Responsibilities:  Submit a certified written report of each test,
inspection, and similar quality-assurance service to Architect with copy to Contractor.
Interpret tests and inspections and state in each report whether tested and inspected work
complies with or deviates from the Contract Documents,

Mockups: Before installing portions of the Work requiring mockups, build mockups for each
form of construction and finish required to comply with the following requirements, using
materials indicated for the completed Work:

i Build mockups in location and of size indicated or, if not indicated, as directed by
Architect.

2. Notify Architect seven (7) days in advance of dates and times when mockups will be
constructed.

3. Employ supervisory personnel who will oversee mockup construction. Employ workers

that will be employed during the construction at Project.

4, Demonstrate the proposed range of aesthetic effects and workmanship.

5. Obtain Architect's approval of mockups before starting work, fabrication, or construction.
a. Allow seven (7) days for initial review and each re-review of each mockup.

6. Maintain mockups during construction in an undisturbed condition as a standard for
judging the completed Work.

7. Demolish and remove mockups when directed unless otherwise indicated.

Integrated Exterior Mockups: Construct integrated exterior mockup according to approved
Shop Drawings. Coordinate installation of exterior envelope materials and products for which
mockups are required in individual Specification Sections, along with supporting materials.

QUALITY CONTROL

Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility,
Owner will engage a qualified testing agency to perform these services.

L. Owner will furnish Contractor with names, addresses, and telephone numbers of testing
agencies engaged and a description of types of testing and inspecting they are engaged to
perform.

2. Payment for these services will be made from testing and inspecting allowances, as
authorized by Change Orders,

3 Costs for retesting and reinspecting construction that replaces or is necessitated by work

that failed to comply with the Contract Documents will be charged to Contractor, and the
Contract Sum will be adjusted by Change Order.

Contractor Responsibilities:  Tests and inspections not explicitly assigned to Owner are
Contractor's responsibility. Perform additional quality-control activities required to verify that
the Work complies with requirements, whether specified or not.

1. Unless otherwise indicated, provide quality-control services specified and those required
by authorities having jurisdiction.  Perform quality-control services required of
Contractor by authorities having jurisdiction, whether specified or not.
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2. Where services are indicated as Contractor's responsibility, engage a qualified testing
agency to perform these quality-control services.
a. Contractor shall not employ same entity engaged by Owner, unless agreed to in

writing by Owner.

3. Notify testing agencies at least 24 hours in advance of time when Work that requires
testing or inspecting will be performed.

4. Where quality-control services are indicated as Contractor's responsibility, submit a
certified written report, in duplicate, of each guality-control service.

5. Testing and inspecting requested by Contractor and not required by the Contract
Documents are Contractor's responsibility.

6. Submit additional copies of each written report directly to authorities having jurisdiction,

when they so direct.

C.  Manufacturer's Field Services:  Where indicated, engage a factory-authorized service
representative to inspect field-assembled components and equipment installation, including
service connections. Report results in writing as specified in Division Ol Section "Submittal
Procedures.”

D.  Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical
representative to observe and inspect the Work., Manufacturer's technical representative's
services include participation in preinstallation conferences, examination of substrates and
conditions, verification of materials, observation of Installer activities, inspection of completed
portions of the Work, and submittal of written reports.

E.  Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's
responsibility, provide quality-control services, including retesting and reinspecting, for
construction that replaced Work that failed to comply with the Contract Documents,

F. Testing Agency Responsibilities: Cooperate with Architect and Contractor in performance of
duties. Provide qualified personnel to perform required tests and inspections.

1. Notify Architect and Contractor promptly of irregularities or deficiencies observed in the
Work during performance of its services.

2. Determine the location from which test samples will be taken and in which in-situ tests
are conducted.

3. Conduct and interpret tests and inspections and state in each report whether tested and
inspected work complies with or deviates from requirements.

4, Submit a certified written report, in duplicate, of each test, inspection, and similar
quality-control service through Contractor.

5. Do not release, revoke, alter, or increase the Contract Document requirements or approve
or accept any portion of the Work.

6. Do not perform any duties of Contractor,

G.  Associated Services: Cooperate with agencies performing required tests, mspections, and
similar quality-control services, and provide reasonable auxiliary services as requested. Notify
agency sufficiently in advance of operations to permit assignment of personnel. Provide the
following:

I Access to the Work.
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Incidental labor and facilities necessary to facilitate tests and inspections.

Adequate quantities of representative samples of materials that require testing and
inspecting. Assist agency in obtaining samples.

Facilities for storage and field curing of test samples.

Delivery of samples to testing agencies.

Preliminary design mix proposed for use for material mixes that require control by testing
agency.

7. Security and protection for samples and for testing and inspecting equipment at Project
site.

W
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H.  Coordination: Coordinate sequence of activities to accommodate required quality-assurance
and -control services with a minimum of delay and to avoid necessity of removing and
replacing construction to accommodate testing and inspecting.

L Schedule times for tests, inspections, obtaining samples, and similar activities.

L Schedule of Tests and Inspections: Prepare a schedule of tests, inspections, and similar quality-
control services required by the Contract Documents as a component of Contractor's quality-
control plan. Coordinate and submit concurrently with Contractor's construction schedule.
Update as the Work progresses.

I Distribution: Distribute schedule to Owner, Architect, testing agencies, and each party
involved in performance of portions of the Work where tests and inspections are required.
PART 2 - PRODUCTS (Not Used)
PART 3 - EXECUTION

3.1 TEST AND INSPECTION LOG
A, Test and Inspection Log: Prepare a record of tests and inspections. Include the following:

Date test or inspection was conducted.

Description of the Work tested or inspected.

Date test or inspection results were transmitted to Architect.

Identification of testing agency or special inspector conducting test or inspection.

B b

B.  Maintamn log at Project site. Post changes and revisions as they occur. Provide access to test
and inspection log for Architect's reference during normal working hours.
32 REPAIR AND PROTECTION

A. General: On completion of testing, inspecting, sample taking, and similar services, repair
damaged construction and restore substrates and finishes.

1. Provide materials and comply with installation requirements specified in other

Specification Sections or matching existing substrates and finishes. Restore patched
areas and extend restoration into adjoining areas with durable seams that are as invisible
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as possible. Comply with the Contract Document requirements for cutting and patching
in Division 01 Section "Execution.”

B.  Protect construction exposed by or for quality-control service activities.

C.  Repair and protection are Contractor’s responsibility, regardless of the assignment of

responsibility for quality-control services.

END OF SECTION 014000
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SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS

PART 1 - GENERAL

1.1

»....«
[

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes requirements for temporary utilities, support facilities, and security and
protection facilities.

Related Requirements:

i. Division 01 Section "Summary” for work restrictions and limitations on utility
interruptions.
USE CHARGES

General: Installation and removal of and use charges for temporary facilities shall be included
in the Contract Sum unless otherwise indicated. Allow other entities to use temporary services
and facilities without cost, including, but not limited to, Owner's construction forces, Architect,
testing agencies, and authorities having jurisdiction.

Water and Sewer Service from Existing System: Water from Owner's existing water system is
available for use without metering and without payment of use charges. Provide connections
and extensions of services as required for construction operations.

Electric Power Service from Existing System: Electric power from Owner's existing system is
available for use without metering and without payment of use charges. Provide connections
and extensions of services as required for construction operations.

INFORMATIONAL SUBMITTALS

Site Plan:  Show temporary facilities, utility hookups, staging areas, and parking areas for
construction personnel,

Fire-Safety Program: Show compliance with requirements of NFPA 241 and authorities having
jurisdiction.  Indicate Contractor personnel responsible for management of fire-prevention
program.

Moisture-Protection Plan: Describe procedures and controls for protecting materials and
construction from water absorption and damage.

TEMPORARY FACILITIES AND CONTROLS 015000 - 1
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1.5

1.6

A

Al

I Describe delivery, handling, and storage provisions for materials subject to water
absorption or water damage.
2. Indicate procedures for discarding water-damaged materials, protocols for mitigating

water intrusion into completed Work, and replacing water-damaged Work.

3. Indicate sequencing of work that requires water, such as sprayed fire-resistive materials,
plastering, and terrazzo grinding, and describe plans for dealing with water from these
operations. Show procedures for verifying that wet construction has dried sufficiently to
permit installation of finish materials.

QUALITY ASSURANCE

Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each
temporary utility before use. Obtain required certifications and permits.

PROJECT CONDITIONS

Temporary Use of Permanent Facilities: Engage Installer of each permanent service to assume
responsibility for operation, maintenance, and protection of each permanent service during its
use as a construction facility before Owner's acceptance, regardless of previously assigned
responsibilities,

PART 2 - PRODUCTS

2

b
]

|

Al

B.

C.

Al

MATERIALS

Portable Chain-Link Fencing: Minimum 2-inch , 0.148-inch- thick, galvanized-steel, chain-link
fabric fencing; minimum 6 feet high with galvanized-steel pipe posts; minimum 2-3/8-inch-OD
line posts and 2-7/8-inch-OD corner and pull posts, with 1-5/8-inch-OD top and bottom rails.
Provide galvanized-steel bases for supporting posts.

Polyethylene Sheet: Reinforced, fire-resistive sheet, 10-mil minimum thickness, with flame-
spread rating of 15 or less per ASTM E 84 and passing NFPA 701 Test Method 2.

Dust-Control Adhesive-Surface Walk-off Mats: Provide mats minimum 36 by 60 inches.

EQUIPMENT

Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by
locations and classes of fire exposures.

TEMPORARY FACILITIES AND CONTROLS 015000 -2
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PART 3 - EXECUTION

3.1

3.2

G.

INSTALLATION, GENERAL

Locate facilities where they will serve Project adequately and result in minimum interference
with performance of the Work. Relocate and modify facilities as required by progress of the
Work.

i. Locate facilities to limit site disturbance as specified in Division 01 Section "Summary.”

Provide each facility ready for use when needed to avoid delay. Do not remove until facilities
are no longer needed or are replaced by authorized use of completed permanent facilities.

TEMPORARY UTILITY INSTALLATION

Water Service: Connect to Owner's existing water service facilities. Clean and maintain water
service facilities in a condition acceptable to Owner. At Substantial Completion, restore these
facilities to condition existing before initial use.

Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of
construction personnel. Comply with requirements of authorities having jurisdiction for type,
number, location, operation, and maintenance of fixtures and facilities.

Heating: Provide temporary heating required by construction activities for curing or drying of
completed installations or for protecting installed construction from adverse effects of low
temperatures or high humidity. Select equipment that will not have a harmful effect on
completed installations or elements being installed.

Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors from entering
occupied areas.

Ventilation and Humidity Control: Provide temporary ventilation required by construction
activities for curing or drying of completed installations or for protecting installed construction
from adverse effects of high humidity. Select equipment that will not have a harmful effect on
completed installations or elements being installed. Coordinate ventilation requirements to
produce ambient condition required and minimize energy consumption.

i Provide dehumidification systems when required to reduce substrate moisture levels to
level required to allow installation or application of finishes.

Electric Power Service: Connect to Owner's existing electric power service. Maintain
equipment in a condition acceptable to Owner.

Telephone Service:

i Provide superintendent with cellular telephone or portable two-way radio for use when
away from field office.

b

Superintendent cellular telephone or portable two-way radio shall have the following
important telephone numbers programmed into the phone,
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Police and fire departments.

Ambulance service.

Contractor's home office.

Contractor’s emergency after-hours telephone number.
Architect's office.

Owner's office.

Principal subcontractors’ field and home offices.

wrh e a0 o

SUPPORT FACILITIES INSTALLATION
Traffic Controls: Comply with requirements of authorities having jurisdiction.

L. Protect existing site improvements to remain including curbs, pavement, and utilities.
2 Maintain access for fire-fighting equipment and access to fire hydrants.

Parking: Use designated areas of Owner's existing parking areas for construction personnel.

Dewatering Facilities and Drains: Comply with requirements of authorities having jurisdiction.
Maintain Project site, excavations, and construction free of water.

I. Dispose of rainwater in a lawful manner that will not result in flooding Project or
adjoining properties or endanger permanent Work or temporary facilities.
2. Remove snow and ice as required to minimize accumulations.

Project Signs: Provide Project signs as indicated. Unauthorized signs are not permitted.

I. Identification Signs: Provide Project identification signs.
Temporary Signs: Provide other signs as indicated and as required to inform public and
individuals seeking entrance to Project.

o

a. Provide temporary, directional signs for construction personnel and visitors.
3. Maintain and touchup signs so they are legible at all times.

Waste Disposal Facilities:  Comply with requirements specified in Division 01 Section
"Construction Waste Management and Disposal.”

Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle
waste from construction operations. Comply with requirements of authorities having
jurisdiction. Comply with progress cleaning requirements in Division 01 Section "Execution.”

Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.

! Truck cranes and similar devices used for hoisting materials are considered "tools and
equipment” and not temporary facilities.

Temporary Use of Permanent Stairs: Use of new stairs for construction traffic will be
permitted, provided stairs are protected and finishes restored to new condition at time of
Substantial Completion.

TEMPORARY FACILITIES AND CONTROLS 015000 -4



Old Exchange Building, Charleston, SC — Exterior Restoration 0272015

3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION

A.  Protection of Existing Facilities: Protect existing vegetation, equipment, structures, utilities,
and other improvements at Project site and on adjacent properties, except those indicated to be
removed or altered. Repair damage to existing facilities.

B.  Environmental Protection: Provide protection, operate temporary facilities, and conduct
construction as required to comply with environmental regulations and that minimize possible
air, waterway, and subsoil contamination or pollution or other undesirable effects.

i Comply with work restrictions specified in Division 01 Section "Summary."

C.  Barricades, Warning Signs, and Lights: Comply with requirements of authorities having
Jurisdiction for erecting structurally adequate barricades, including warning signs and lighting.

D.  Temporary Egress: Maintain temporary egress from existing occupied facilities as indicated
and as required by authorities having jurisdiction,

E.  Covered Walkway: Erect protective, covered walkway for passage of individuals through or
adjacent to Project site. Coordinate with entrance gates, other facilities, and obstructions.
Comply with regulations of authorities having jurisdiction.

1. Construct covered walkways using scaffold or shoring framing.

2. Provide overhead decking, protective enclosure walls, handrails, barricades, warning
signs, exit signs, lights, safe and well-drained walkways, and similar provisions for
protection and safe passage.

3. Maintain appearance of walkway for duration of the Work.

F. Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types
needed to protect against reasonably predictable and controllable fire losses. Comply with
NFPA 241; manage fire-prevention program.

i, Prohibit smoking in construction areas.
2. Develop and supervise an overall fire-prevention and -protection program for personnel

at Project site. Review needs with local fire department and establish procedures to be
followed. Instruct personnel in methods and procedures. Post warnings and information.

3.5 OPERATION, TERMINATION, AND REMOVAL

A.  Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and
abuse, limit availability of temporary facilities to essential and intended uses.

B.  Maintenance: Maintain facilities in good operating condition until removal.
i Maintain operation of temporary enclosures, heating, cooling, humidity control,
ventilation, and similar facilities on a 24-hour basis where required to achieve indicated

results and to avoid possibility of damage.

C.  Temporary Facility Changeover: Do not change over from using temporary security and
protection facilities to permanent facilities until Substantial Completion.
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D, Termination and Removal: Remove each temporary facility when need for ifs service has
ended, when it has been replaced by authorized use of a permanent facility, or no later than
Substantial Completion. Complete or, if necessary, restore permanent construction that may
have been delayed because of interference with temporary facility. Repair damaged Work,
clean exposed surfaces, and replace construction that cannot be satisfactorily repaired.

I Materials and facilities that constitute temporary facilities are property of Contractor.
Owner reserves right to take possession of Project identification signs.
2. Remove temporary roads and paved areas not intended for or acceptable for integration

into permanent construction. Where area is intended for landscape development, remove
soil and aggregate fill that do not comply with requirements for fill or subsoil. Remove
materials contaminated with road oil, asphalt and other petrochemical compounds, and
other substances that might impair growth of plant materials or lawns. Repair or replace
street paving, curbs, and sidewalks at temporary entrances, as required by authorities
having jurisdiction.

3. At Substantial Completion, repair, renovate, and clean permanent facilities used during
construction period. Comply with final cleaning requirements specified in Division 01
Section "Closeout Procedures.”

END OF SECTION 015000
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SECTION 016000 - PRODUCT REQUIREMENTS

PART 1 - GENERAL

1.1

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for selection of products for use in
Project: product delivery, storage, and handling; manufacturers’ standard warranties on
products; special warranties; and comparable products.

Related Requirements:
1. Division 01 Section "Substitution Procedures” for requests for substitutions.

DEFINITIONS

Products: Items obtained for incorporating into the Work, whether purchased for Project or
taken from previously purchased stock. The term "product” includes the terms "material,”
"equipment,” "system,"” and terms of similar intent.

[ Named Products: Items identified by manufacturer's product name, including make or
model number or other designation shown or listed in manufacturer's published product
literature, that is current as of date of the Contract Documents.

2. New Products: Items that have not previously been incorporated into another project or
facility. Products salvaged or recycled from other projects are not considered new
products.

3. Comparable Product: Product that is demonstrated and approved through submittal

process to have the indicated qualities related to type, function, dimension, in-service
performance, physical properties, appearance, and other characteristics that equal or
exceed those of specified product.

Basis-of-Design Product Specification: A specification in which a specific manufacturer's
product is named and accompanied by the words "basis-of-design product,” including make or
model number or other designation, to establish the significant qualities related to type,
function, dimension, in-service performance, physical properties, appearance, and other
characteristics for purposes of evaluating comparable products of additional manufacturers
named in the specification.
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14

1.5

1.6

ACTION SUBMITTALS

Comparable Product Requests: Submit request for consideration of each comparable product.
Identify product or fabrication or installation method to be replaced. Include Specification
Section number and title and Drawing numbers and titles.

I Include data to indicate compliance with the requirements specified in "Comparable
Products” Article.
2. Architect's Action:  If necessary, Architect will request additional information or

documentation for evaluation within one week of receipt of a comparable product
request. Architect will notify Contractor of approval or rejection of proposed comparable
product request within 15 days of receipt of request, or seven days of receipt of additional
information or documentation, whichever is later.

a. Form of Approval: As specified in Division 01 Section "Submittal Procedures.”
b. Use product specified if Architect does not issue a decision on use of a comparable
product request within time allocated.

Basis-of-Design Product Specification Submittal: Comply with requirements in Division 01
Section "Submittal Procedures.” Show compliance with requirements.

QUALITY ASSURANCE
Compatibility of Options: If Contractor is given option of selecting between two or more

products for use on Project, select product compatible with products previously selected, even if
previously selected products were also options.

i Each contractor is responsible for providing products and construction methods
compatible with products and construction methods of other contractors.
2. If a dispute arises between contractors over concurrently selectable but incompatible

products, Architect will determine which products shall be used.

PRODUCT DELIVERY, STORAGE, AND HANDLING

Deliver, store, and handle products using means and methods that will prevent damage,
deterioration, and loss, including theft and vandalism. Comply with manufacturer's written
mnstructions.

Delivery and Handling:

I. Schedule delivery to minimize long-term storage at Project site and to prevent
overcrowding of construction spaces.

2. Coordinate delivery with installation time to ensure minimum holding time for items that
are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other
losses.

3. Deliver products to Project site in an undamaged condition in manufacturer's original

sealed container or other packaging system, complete with labels and instructions for
handling, storing, unpacking, protecting, and installing.
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4. Inspect products on delivery to determine compliance with the Contract Documents and
to determine that products are undamaged and properly protected.

C.  Storage:

[y

Store products to allow for inspection and measurement of quantity or counting of units.
2. Store materials in a manner that will not endanger Project structure.

3. Store products that are subject to damage by the elements, under cover in a weathertight
enclosure above ground, with ventilation adequate to prevent condensation.

4, Protect foam plastic from exposure to sunlight, except to extent necessary for period of
installation and concealment.

5. Comply with product manufacturer's written instructions for temperature, humidity,
ventilation, and weather-protection requirements for storage.

6. Protect stored products from damage and liquids from freezing.

7. Provide a secure location and enclosure at Project site for storage of materials and

equipment by Owner's construction forces, Coordinate location with Owner.

1.7 PRODUCT WARRANTIES

A.  Warranties specified in other Sections shall be in addition to, and run concurrent with, other
warranties required by the Contract Documents. Manufacturer's disclaimers and limitations on
product warranties do not relieve Contractor of obligations under requirements of the Contract
Documents.

I. Manufacturer's Warranty: Written warranty furnished by individual manufacturer for a
particular product and specifically endorsed by manufacturer to Owner.

Special Warranty: Written warranty required by the Contract Documents to provide
specific rights for Owner.

b

B.  Special Warranties: Prepare a written document that contains appropriate terms and
identification, ready for execution.

I. Manufacturer's Standard Form: Modified to include Project-specific information and
properly executed.

2. Specified Form: When specified forms are included with the Specifications, prepare a
written document using indicated form properly executed.

3. See Divisions 02 through 09 Sections for specific content requirements and particuiar

requirements for submitting special warranties.

PART 2 - PRODUCTS

2.1 PRODUCT SELECTION PROCEDURES

A.  General Product Requirements: Provide products that comply with the Contract Documents,
are undamaged and, unless otherwise indicated, are new at time of installation.

[ Provide products complete with accessories, trim, finish, fasteners, and other items
needed for a complete installation and indicated use and effect.
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Standard Products: If available, and unless custom products or nonstandard options are
specified, provide standard products of types that have been produced and used
successfully in similar situations on other projects.

Owner reserves the right to limit selection to products with warranties not in conflict with
requirements of the Contract Documents.

Where products are accompanied by the term "as selected,” Architect will make
selection.

Descriptive, performance, and reference standard requirements in the Specifications
establish salient characteristics of products.

Or Equal: For products specified by name and accompanied by the term "or equal,” or
"or approved equal,” or "or approved,” comply with requirements in "Comparable
Products” Article to obtain approval for use of an unnamed product.

B. Product Selection Procedures:

b

Product: Where Specifications name a single manufacturer and product, provide the
named product that complies with requirements. Comparable products or substitutions
for Contractor's convenience will not be considered.

Manufacturer/Source:  Where Specifications name a single manufacturer or source,
provide a product by the named manufacturer or source that complies with requirements.
Comparable products or substitutions for Contractor’'s convenience will not be
considered.

Products:

a. Nonrestricted List: Where Specifications include a list of names of both available
manufacturers and products, provide one of the products listed, or an unnamed
product, that complies with requirements. Comply with requirements in
"Comparable Products” Article for consideration of an unnamed product.

Manufacturers:

a. Nonrestricted List: Where Specifications include a list of available manufacturers,
provide a product by one of the manufacturers listed, or a product by an unnamed
manufacturer, that complies with requirements. Comply with requirements in
"Comparable Products” Article for consideration of an unnamed manufacturer's
product.

Basis-of-Design Product: Where Specifications name a product, or refer to a product
indicated on Drawings, and include a list of manufacturers, provide the specified or
indicated product or a comparable product by one of the other named manufacturers.
Drawings and Specifications indicate sizes, profiles, dimensions, and other characteristics
that are based on the product named. Comply with requirements in "Comparable
Products” Article for consideration of an unnamed product by one of the other named
manufacturers.

C.  Visual Matching Specification: Where Specifications require "match Architect’'s sample”,
provide a product that complies with requirements and matches Architect's sample. Architect's
decision will be final on whether a proposed product matches.

PRODUCT REQUIREMENTS 016000 - 4



Old Exchange Building, Charleston, SC — Exterior Restoration 02/2015

If no product available within specified category matches and complies with other
specified requirements, comply with requirements in Division 01 Section "Substitution
Procedures” for proposal of product.

D.  Visual Selection Specification: Where Specifications include the phrase "as selected by
Architect from manufacturer's full range” or similar phrase, select a product that complies with
requirements. Architect will select color, gloss, pattern, density, or texture from manufacturer’s
product line that includes both standard and premium items.

2.2 COMPARABLE PRODUCTS

A.  Conditions for Consideration: Architect will consider Contractor's request for comparable
product when the following conditions are satisfied. If the following conditions are not
satisfied, Architect may return requests without action, except to record noncompliance with
these requirements:

1.

ba

het

Evidence that the proposed product does not require revisions to the Contract Documents,
that it is consistent with the Contract Documents and will produce the indicated results,
and that it is compatible with other portions of the Work.

Detailed comparison of significant qualities of proposed product with those named in the
Specifications. Significant qualities include attributes such as performance, weight, size,
durability, visual effect, and specific features and requirements indicated.

Evidence that proposed product provides specified warranty.

List of similar installations for completed projects with project names and addresses and
names and addresses of architects and owners, if requested.

Samples, if requested.

PART 3 - EXECUTION (Not Used)

END OF SECTION 016000
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SECTION 017329 - CUTTING AND PATCHING

PART | - GENERAL

i1

Al

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

This Section includes procedural requirements for cutting and patching.

Related Sections include the following:

L.

Division 01 Section "Selective Structure Demolition” for demolition of selected portions
of the building.

2. Divisions 02 through 08 Sections for specific requirements and limitations applicable to
cutting and patching individual parts of the Work.
DEFINITIONS

Cutting: Removal of in-place construction necessary to permit installation or performance of
other Work.

Patching: Fitting and repair work required to restore surfaces to original conditions after
installation of other Work.

SUBMITTALS

Cutting and Patching Proposal: Submit a proposal describing procedures at least 10 days before
the time cutting and patching will be performed, requesting approval to proceed. Include the
following information:

I

2.

(e e G

Extent: Describe cutting and patching, show how they will be performed, and indicate
why they cannot be avoided.

Changes to In-Place Construction: Describe anticipated results. Include changes to
structural elements and operating components as well as changes in building's appearance
and other significant visual elements.

Products: List products to be used and firms or entities that will perform the Work.
Dates: Indicate when cuiting and patching will be performed.

Utility Services and Mechanical/Electrical Systems: List services/systems that cutting
and patching procedures will disturb or affect. List services/systems that will be
relocated and those that will be temporarily out of service. Indicate how long
services/systems will be disrupted.

CUTTING AND PATCHING 017329 -1



Old Exchange Building, Charleston, SC ~ Exterior Restoration 02/2015

6. Structural Elements: Where cutting and patching involve adding reinforcement to
structural elements, submit details and engineering calculations showing integration of
reinforcement with original structure.

Architect's Approval: Obtain approval of cutting and patching proposal before cutting
and patching. Approval does not waive right to later require removal and replacement of
unsatisfactory work.

e

i.5 QUALITY ASSURANCE

A.  Structural Elements: Do not cut and patch structural elements in a manner that could change
their load-carrying capacity or load-deflection ratio.

B.  Operational Elements: Do not cut and patch operating elements and related components in a
manner that results in reducing their capacity to perform as intended or that results in increased
maintenance or decreased operational life or safety.

C.  Miscellaneous Elements: Do not cut and patch miscellaneous elements or related components
in a manner that could change their load-carrying capacity, that results in reducing their
capacity to perform as intended, or that results in increased maintenance or decreased
operational life or safety. Miscellaneous elements include the following:

Water, moisture, or vapor barriers.

Membranes and flashings.

Exterior curtain-wall construction.

Equipment supports.

Piping, ductwork, vessels, and equipment.

Noise- and vibration-control elements and systems.

R

D.  Visual Requirements: Do not cut and patch construction in a manner that results in visual
evidence of cufting and patching. Do not cut and patch construction exposed on the exterior or
in occupied spaces in a manner that would, in Architect's opinion, reduce the building's
aesthetic qualities. Remove and replace construction that has been cut and patched in a visually
unsatisfactory manner.

E.  Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved
in cutting and patching, including mechanical and electrical trades. Review areas of potential
interference and conflict. Coordinate procedures and resolve potential conflicts before
proceeding,

1.6 WARRANTY
A.  Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged

during cutting and patching operations, by methods and with materials so as not to void existing
warranties.
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PART 2 - PRODUCTS

3

Lo

!

A,

B.

MATERIALS
General: Comply with requirements specified in other Sections,

In-Place Materials: Use materials identical to in-place materials. For exposed surfaces, use
materials that visually match in-place adjacent surfaces to the fullest extent possible.

1. If identical materials are unavailable or cannot be used, use materials that, when installed,
will match the visual and functional performance of in-place materials.

PART 3 - EXECUTION

3.

32

3.

i

~

3

A.

A.

B.

C.

D.

A

EXAMINATION

Examine surfaces to be cut and patched and conditions under which cutting and patching are to
be performed.

1. Compatibility: Before patching, verify compatibility with and suitability of substrates,
including compatibility with in-place finishes or primers.

2. Proceed with installation only after unsafe or unsatisfactory conditions have been
corrected.
PREPARATION

Temporary Support: Provide temporary support of Work to be cut.

Protection:  Protect in-place construction during cutting and patching to prevent damage.
Provide protection from adverse weather conditions for portions of Project that might be
exposed during cutting and patching operations.

Adjoining Areas: Avoid interference with use of adjoining areas or interruption of free passage
to adjoining areas.

Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems
are required to be removed, relocated, or abandoned, bypass such services/systems before
cutting to minimize interruption to occupied areas.

PERFORMANCE

General: Employ skilled workers to perform cutting and patching. Proceed with cutting and
patching at the earliest feasible time, and complete without delay.

I Cut in-place construction to provide for installation of other components or performance
of other construction, and subsequently patch as required to restore surfaces to their
original condition.
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B.  Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar
operations, including excavation, using methods least likely to damage elements retained or
adjoining construction. If possible, review proposed procedures with original Installer; comply
with original Installer's written recommendations.

L.

b

3.

In general, use hand or small power tools designed for sawing and grinding, not
hammering and chopping. Cut holes and slots as small as possible, neatly to size
required, and with minimum disturbance of adjacent surfaces. Temporarily cover
openings when not in use.

Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.
Proceed with patching after construction operations requiring cutting are complete.

€. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations
following performance of other Work. Patch with durable seams that are as invisible as
possible.  Provide materials and comply with installation requirements specified in other
Sections.

b2

Inspection:  Where feasible, test and inspect patched areas after completion to
demonstrate integrity of installation.

Exposed Finishes: Restore exposed finishes of patched areas and extend finish
restoration into retained adjoining construction in a manner that will eliminate evidence
of patching and refinishing.

a. Clean piping, conduit, and similar features before applying paint or other finishing
materials.
b. Restore damaged pipe covering to its original condition.

Floors and Walls: Where walls or partitions that are removed extend one finished area
into another, patch and repair floor and wall surfaces in the new space. Provide an even
surface of uniform finish, color, texture, and appearance. Remove in-place floor and wall
coverings and replace with new materials, if necessary, to achieve uniform color and
appearance.

a. Where patching occurs in a painted surface, apply primer and intermediate paint
coats over the patch and apply final paint coat over entire unbroken surface
containing the patch. Provide additional coats until patch blends with adjacent
surfaces.

Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane
surface of uniform appearance.

Exterior Building Enclosure: Patch components in a manner that restores enclosure to a
weathertight condition.

D. Cleaning: Clean areas and spaces where cutting and patching are performed. Completely
remove paint, mortar, oils, putty, and similar materials.

END OF SECTION 017329
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SECTION 017419 - CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL

PART 1 - GENERAL

11

A

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for the following:
I Disposing of nonhazardous demolition and construction waste.

Related Requirements:
I Division 02 Section "Selective Structure Demolition” for disposition of waste resulting
from partial demolition of buildings, structures, and site improvements.

DEFINITIONS

Construction Waste: Building and site improvement materials and other solid waste resulting
from construction, remodeling, renovation, or repair operations. Construction waste includes
packaging.

Demolition Waste: Building and site improvement materials resulting from demolition or
selective demolition operations.

Disposal:  Removal off-site of demolition and construction waste and subsequent sale,
recycling, reuse, or deposit in landfill or incinerator acceptable to authorities having
jurisdiction.

PERFORMANCE REQUIREMENTS

General: Practice efficient waste management in the use of materials in the course of the Work.
Use all reasonable means to divert construction and demolition waste from landfills and
incinerators.

ACTION SUBMITTALS

Waste Management Plan: Submit plan within 7 days of date established for the Notice of
Award.
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1.6

A,

INFORMATIONAL SUBMITTALS

Waste Reduction Progress Reports:  Concurrent with each Application for Payment, submit
report. Include the following information:

Material category.

Generation point of waste.

Total quantity of waste in pounds.

Quantity of waste recycled, both estimated and actual in pounds.

B

Waste Reduction Calculations: Before request for Substantial Completion, submit calculated
end-of-Project rates for recycling and disposal as a percentage of total waste generated by the
Work.

Landfill and Incinerator Disposal Records: Indicate receipt and acceptance of waste by landfills
and incinerator facilities licensed to accept them. Include manifests, weight tickets, receipts,
and invoices.

Qualification Data: For waste management coordinator.

QUALITY ASSURANCE

Regulatory Requirements: Comply with hauling and disposal regulations of authorities having
Jjurisdiction.

Waste Management Conference: Conduct conference at Project site during Pre-construction
Conference. Review methods and procedures related to waste management including, but not
limited to, the following:

1. Review and discuss waste management plan including responsibilities of waste
management coordinator.

2. Review requirements for documenting quantities of each type of waste and its
disposition.

3. Review and finalize procedures for materials separation and verify availability of
containers and bins needed to avoid delays.

4, Review procedures for periodic waste collection and transportation to recycling and
disposal facilities.

5. Review waste management requirements for each trade.

WASTE MANAGEMENT PLAN

General: Develop a waste management plan according to ASTM E 1609 and requirements in
this Section. Plan shall consist of waste identification, waste reduction work plan, and
cost/revenue analysis. Distinguish between demolition and construction waste. Indicate
quantities by weight or volume, but use same units of measure throughout waste management
plan,
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PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

32

PLAN IMPLEMENTATION

General: Implement approved waste management plan. Provide handling, containers, storage,
signage, transportation, and other items as required to implement waste management plan
during the entire duration of the Contract.

1. Comply with operation, termination, and removal requirements in Division 01 Section
"Temporary Facilities and Controls.”

Waste Management Coordinator: Engage a waste management coordinator to be responsible
for implementing, monitoring, and reporting status of waste management work plan.

Training:  Train workers, subcontractors, and suppliers on proper waste management
procedures, as appropriate for the Work.

i. Distribute waste management plan to everyone concerned within three days of submittal
return,
2. Distribute waste management plan to entities when they first begin work on-site. Review

plan procedures and locations established for salvage, recycling, and disposal.

Site Access and Temporary Controls: Conduct waste management operations to ensure
minimum interference with roads, streets, walks, walkways, and other adjacent occupied and
used facilities.

1. Comply with Division 01 Section "Temporary Facilities and Controls” for controlling
dust and dirt, environmental protection, and noise control.

Waste Management in Historic Zones or Areas: Hauling equipment and other materials shall be
of sizes that clear surfaces within historic spaces, areas, and openings, by 12 inches or more.
RECYCLING DEMOLITION AND CONSTRUCTION WASTE, GENERAL

General: Recycle paper and beverage containers used by on-site workers.

Recycling Incentives: Revenues, savings, rebates, tax credits, and other incentives received for
recycling waste materials shall accrue to Contractor.

Preparation of Waste: Prepare and maintain recyclable waste materials according to recycling
or reuse facility requirements. Maintain materials free of dirt, adhesives, solvents, petroleum
contamination, and other substances deleterious to the recycling process.

Procedures: Separate recyclable waste from other waste materials, trash, and debris. Separate
recyclable waste by type at Project site to the maximum extent practical according to approved
construction waste management plan.
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34

3.5

i. Provide appropriately marked containers or bins for controlling recyclable waste until
removed from Project site. Include list of acceptable and unacceptable materials at each
container and bin.

a. Inspect containers and bins for contamination and remove contaminated materials
if found.

0

Stockpile processed materials on-site without intermixing with other materials. Place,
grade, and shape stockpiles to drain surface water. Cover to prevent windblown dust.
Stockpile materials away from construction area. Do not store within drip line of
remaining trees.

Store components off the ground and protect from the weather.

Remove recyclable waste from Owner's property and transport to recycling receiver or
Processor.

Lok

[N

RECYCLING DEMOLITION WASTE

Wood Materials: Sort and stack members according to size, type, and length. Separate lumber,
engineered wood products, panel products, and treated wood materials.

RECYCLING CONSTRUCTION WASTE

Packaging:

I Cardboard and Boxes: Break down packaging into flat sheets. Bundle and store in a dry
location.

2. Polystyrene Packaging: Separate and bag materials.

3. Pallets: As much as possible, require deliveries using pallets to remove pallets from

Project site. For pallets that remain on-site, break down pallets into component wood
pieces and comply with requirements for recycling wood.

4. Crates: Break down crates into component wood pieces and comply with requirements
for recycling wood.

Wood Materials:

1. Clean Cut-Offs of Lumber: Grind or chip into small pieces.

2. Clean Sawdust: Bag sawdust that does not contain painted or treated wood.
DISPOSAL OF WASTE

General:  Except for items or materials to be recycled or otherwise reused, remove waste
materials from Project site and legally dispose of them in a landfill or incinerator acceptable to
authorities having jurisdiction.

1. Except as otherwise specified, do not allow waste materials that are to be disposed of
accumulate on-site.

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces
and areas.

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 017419 -4



Old Exchange Building, Charleston, SC - Exterior Restoration 02/2015

B.  Burning: Do not burn waste materials.

C.  Disposal: Remove waste materials from Owner’'s property and legally dispose of them.

END OF SECTION 017419
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SECTION 017700 - CLOSEOUT PROCEDURES

PART 1 - GENERAL

i1

Al

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

SUMMARY

Section includes administrative and procedural requirements for contract closeout, including,
but not limited to, the following:

I Substantial Completion procedures.
2. Final completion procedures.

3. Warranties.

4, Final cleaning.

5. Repair of the Work.

Related Requirements:

1. Division 01 Section "Photographic Documentation” for submitting final completion
construction photographic documentation.

2. Division 01 Section "Execution” for progress cleaning of Project site.

3. Divisions 02 through 08 Sections for any specific closeout and special cleaning

requirements for the Work in those Sections.

ACTION SUBMITTALS
Product Data: For cleaning agents.
Contractor's List of Incomplete Items: Initial submittal at Substantial Completion.

Certified List of Incomplete Items: Final submuttal at Final Completion.

CLOSEOUT SUBMITTALS
Certificates of Release: From authorities having jurisdiction.
Certificate of Insurance: For continuing coverage.

Field Report: For pest control inspection.
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MAINTENANCE MATERIAL SUBMITTALS

M
LA

A. Schedule of Maintenance Material Items: For maintenance material submittal items specified in
other Sections.

1.6 SUBSTANTIAL COMPLETION PROCEDURES

A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and
corrected (Contractor’s punch list), indicating the value of each item on the list and reasons why
the Work is incomplete.

B. Submittals Prior to Substantial Completion: Complete the following a minimum of 10 days
prior to requesting inspection for determining date of Substantial Completion. List items below
that are incomplete at time of request.

I Certificates of Release: Obtain and submit releases from authorities having jurisdiction
permitting Owner unrestricted use of the Work and access to services and utilities.
Include occupancy permits, operating certificates, and similar releases.

Submit closeout submittals specified in other Division 01 Sections, including project

record documents, operation and maintenance manuals, final completion construction

photographic documentation, damage or settlement surveys, property surveys, and similar
final record information.

3. Submit closeout submittals specified in individual Divisions 02 through 33 Sections,
including specific warranties, workmanship bonds, maintenance service agreements, final
certifications, and similar documents.

4. Submit maintenance material submittals specified in individual Divisions 02 through 33
Sections, including tools, spare parts, extra materials, and similar items, and deliver to
location designated by Architect. Label with manufacturer's name and model number
where applicable.

b

a. Schedule of Maintenance Material Items: Prepare and submit schedule of
maintenance material submittal items, including name and quantity of each item
and name and number of related Specification Section. Obtain Architect's
signature for receipt of submittals.

€. Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days
prior to requesting inspection for determining date of Substantial Completion. List iterns below
that are incomplete at time of request.

Advise Owner of pending insurance changeover requirements.

Advise Owner of changeover in utilities.

Terminate and remove temporary facilities from Project site, along with mockups,
construction tools, and similar elements.

Complete final cleaning requirements, including touchup painting.

Touch up and otherwise repair and restore marred exposed finishes to eliminate visual
defects.

W

RS

D. Inspection: Submit a written request for inspection to determine Substantial Completion a
minimum of 10 days prior to date the work will be completed and ready for final inspection and
tests. On receipt of request, Architect will either proceed with inspection or notify Contractor
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of unfulfilled requirements. Architect will prepare the Certificate of Substantial Completion
after inspection or will notify Contractor of items, either on Contractor's list or additional items
identified by Architect, that must be completed or corrected before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.
2. Results of completed inspection will form the basis of requirements for final completion.

FINAL COMPLETION PROCEDURES

Submittals Prior to Final Completion: Before requesting final inspection for determining final
completion, complete the following:

i. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial
Completion inspection list of items to be completed or corrected (punch list), endorsed
and dated by Architect. Certified copy of the list shall state that each item has been
completed or otherwise resolved for acceptance.

2. Certificate of Insurance: Submit evidence of final, continuing insurance coverage
complying with insurance requirements.
3. Submit pest-control final inspection report.

Inspection: Submit a written request for final inspection to determine acceptance a minimum of
10 days prior to date the work will be completed and ready for final inspection and tests. On
receipt of request, Architect will either proceed with inspection or notify Contractor of
unfulfilled requirements. Architect will prepare a final Certificate for Payment after inspection
or will notify Contractor of construction that must be completed or corrected before certificate
will be issued.

I. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.

LIST OF INCOMPLETE ITEMS (PUNCH LIST)
Organization of List: Include name and identification of each space and area affected by

construction operations for incomplete items and items needing correction including, if
necessary, areas disturbed by Contractor that are outside the limits of construction,

I Organize items by major element.
Include the following information at the top of each page:

b

Project name.

Date.

Name of Architect.
Name of Contractor.
Page number.

a0 o

Submit list of incomplete items in the following format:

Cad
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Al

B.

C.

MS Excel electronic file. Architect will return annotated file.
b, PDF electronic file. Architect will return annotated file.

o

SUBMITTAL OF PROJECT WARRANTIES

Time of Submittal: Submit written warranties on request of Architect for designated portions of
the Work where commencement of warranties other than date of Substantial Completion is
indicated, or when delay in submittal of warranties might limit Owner's rights under warranty.

Organize warranty documents into an orderly sequence based on the table of contents of Project
Manual.

I Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders,
thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch
paper.

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark

tab to identify the product or installation. Provide a typed description of the product or
installation, including the name of the product and the name, address, and telephone
number of Installer.

3. Identify each binder on the front and spine with the typed or printed title
"WARRANTIES," Project name, and name of Contractor.

4. Warranty Electronic File: Scan warranties and bonds and assemble complete warranty
and bond submittal package into a single indexed electronic PDF file with links enabling
navigation to each item. Provide bookmarked table of contents at beginning of
document.

Provide additional copies of each warranty to include in maintenance manuals.

PART 2 - PRODUCTS

2.1

e

A

MATERIALS

Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or
fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially
hazardous to health or property or that might damage finished surfaces.

1. Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not
applicable, use products that comply with the California Code of Regulations maximum
allowable VOC levels.

PART 3 - EXECUTION

3.1

A,

FINAL CLEANING

General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply
with local laws and ordinances and Federal and local environmental and antipollution

regulations,
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b

Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each
surface or unit to condition expected in an average commercial building cleaning and
maintenance program. Comply with manufacturer's written instructions.

i Complete the following cleaning operations before requesting inspection for certification
of Substantial Completion for entire Project or for a designated portion of Project:

a. Clean Project site, yard, and grounds, in areas disturbed by construction activities,
including landscape development areas, of rubbish, waste material, litter, and other
foreign substances.

b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other
foreign deposits.

c. Remove tools, construction equipment, machinery, and surplus material from
Project site.

d. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition,

free of stains, films, and similar foreign substances. Avoid disturbing natural
weathering of exterior surfaces. Restore reflective surfaces to their original

condition.

e. Remove debris and surface dust from limited access spaces, including roofs, attics,
and similar spaces.

f. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean
according to manufacturer's recommendations if visible soil or stains remain.

g. Clean transparent materials, including mirrors and glass in doors and windows.

Remove glazing compounds and other noticeable, vision-obscuring materials.
Polish mirrors and glass, taking care not to scratch surfaces.

h. Remove labels that are not permanent.

1. Remove excess paint and mortar droppings, and other foreign substances.

Pest Control:  Comply with pest control requirements in Division 01 Section "Temporary
Facilities and Controls."” Prepare written report.

Construction Waste Disposal: Comply with waste disposal requirements in Division 01 Section
"Temporary Facilities and Controls" and Division 01 Section "Construction Waste Management
and Disposal.”

REPAIR OF THE WORK

Complete repair and restoration operations before requesting inspection for determination of
Substantial Completion.

Repair or remove and replace defective construction. Repairing includes replacing defective
parts, refinishing damaged surfaces, and touching up with matching materials. Where damaged
or worn items cannot be repaired or restored, provide replacements. Remove and replace
operating components that cannot be repaired. Restore damaged construction and permanent
facilities used during construction to specified condition.

I Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other
damaged transparent materials.
2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces.

Replace finishes and surfaces that that already show evidence of repair or restoration.
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a. Do not paint over "UL" and other required labels and identification, including
mechanical and electrical nameplates. Remove paint applied to required labels and
identification.

END OF SECTION 017700
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